API Well No: 43013504760000  Received: 11/16/2010

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 3

AMENDED REPORT .

APPLICATION FOR PERMIT TO DRILL

1. WELL NAME and NUMBER
Ute Tribal 12-14D-55

2. TYPE OF WORK
DRILL NEW WELL (]

REENTER P8A WELL [

") DEEPEN WELL(,

3. FIELD OR WILDCAT
BRUNDAGE CANYON

4. TYPE OF WELL
Oil Well

Coalbed Methane Well: NO

5. UNIT or COMMUNITIZATION AGREEMENT NAME

6. NAME OF OPERATOR

BERRY PETROLEUM COMPANY

7. OPERATOR PHONE
303 999-4044

8. ADDRESS OF OPERATOR

4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066

9. OPERATOR E-MAIL
kao@bry.com

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)
14-20-H62-5016

11. MINERAL OWNERSHIP
FEDERAL(_|  INDIAN (@]

— state ) rFee( )

s

12. SURFACE OWNERSHIP
FEDERAL( |  INDIAN (i)

sTaTe( I Fee( )

s

13. NAME OF SURFACE OWNER (if box 12 = 'fee')

14. SURFACE OWNER PHONE (if box 12 = 'fee’)

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee’)

16. SURFACE OWNER E-MAIL (if box 12 = 'fee’)

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

19. SLANT

Ute YES l:::l (Submit Commingling Application) ~NO \::' VERTICAL | DIRECTIONAL \::l HORIZONTAL [
20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN
LOCATION AT SURFACE 1926 FSL 1330 FWL NESW 14 508 5.0W u
Top of Uppermost Producing Zone 1977 FSL 827 FWL NWSwW 14 5.0S 5.0w U
At Total Depth 1982 FSL 652 FWL NWSW 14 508 5.0W u

21. COUNTY

22. DISTANCE TO NEAREST LEASE LINE (Feet)

23. NUMBER OF ACRES IN DRILLING UNIT

DUCHESNE 652 640
25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) ) MD: 5883 TVD: 5837
1300 ' .

27. ELEVATION - GROUND LEVEL

6581

28. BOND NUMBER

RLB0005647

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE
43-11041

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

. WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER

COMPLETE DRILLING PLAN

D AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE)

D FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

. DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Kathy K. Fieldsted

TITLE Sr. Regulatory & Permitting Tech.

PHONE 435 722-1325

SIGNATURE

DATE 11/16/2010

EMAIL kkf@bry.com

API NUMBER ASSIGNED

43013504760000

APPROVAL

Permit Manager




API Well No: 43013504760000  Received: 11/16/2010

Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)
Prod 7.875 5.5 0 5897
Pipe Grade Length Weight

Grade J-55 LT&C 5897 15.5




API Well No: 43013504760000  Received: 11/16/2010

Proposed Hole, Casing, and Cement

String Hole Size Casing Size Top (MD) Bottom (MD)
Surf 12.25 8.625 0 350
Pipe Grade Length Weight

Grade J-55 ST&C 350 24.0
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SELF-CERTIFICATION STATEMENT

The following self -certification statement is provided per federal requirements dated May 7, 2007,

Please be advised that Berry Petroleum Company is considered to be the operator of the following well.

Ute Tribal 12-14D-55

NE Y, SW %, 1926° FSL 1330’ FWL, Section 14, T5S, R5W, U.S.B.& M.
BHL: NW %, SW Y, 1982’ FSL 652 FWL

Lease # 14-20-H62-5016

Duchesne, County, Utah

Berry Petroleum Company is responsible under the terms of the lease for the operations conducted upon the
lease lands.

ol L P

Kathy K. Fieldsted
Sr.Regulatory & Permitting Tech
Berry Petroleum Company

4000 South 4028 West

Route 2, Box 7735

Roosevelt, Utah 84066
435-722-1325
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BERRY PETROLEUM COMPANY
Ute Tribal 12-14D-55

Surface location;: NE 1/4, SW 1/4, 1926’ FSL 1330° FWL, Section 14, T5S, R5W, U.S.B.& M.

1,2

BHL: NW Y, SW Y, 1982’ FSL 652’ FWL
Duchesne County, Utah

ONSHORE ORDER NO. 1

DRILLING PROGRAM

Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and
Gas and Other Minerals

FORMATION DRILL DEPTH * DRILL DEPTH * Measured

@ BHL (TVD) @ SHL (TVD) Depth
Uinta Fm Surface On Surface
Green River Fm 1,162’ 1,180° 1,182’
Green River Upper Marker 1,738’ 1,750° 1,756’
Mahogany 2,380° 2,393’ 2,403’
Tgr3 Marker 3,429’ 3,445’ 3,461°
Douglas Creek Mbr 4,207 4,221° 4,242°
*Black Shale Mbr 4,854’ 4,863’ 4,888’
*Castle Peak Mbr 5,128’ 5,147 5,173’
*Uteland Butte Mbr. 5,541’ 5,560° 5,587
Wasatch 5,737 5,756’ 5,783’
TD 5,837 5,856’ 5,883’
Base of Moderately Saline
Water (less than 10,000 ppm) 5,104° 5,897

*PROSPECTIVE PAY

Berry is locating the well at the proposed surface location and directionally drilling
to the proposed bottom hole location. By drilling directionally, Berry Petroleum
Company will improve field development efficiency by potentially combining
multiple surface hole locations together. This will significantly reduce total surface
disturbance plus combine the use of access roads and existing pipelines.
Furthermore, Berry hereby certifies that it is the sole working interest owner with
460 feet of the entire directional well bore and the remainder of the Ute Tribal
section.

3 Pressure Control Equipment (Schematic attached)

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and Gas
Order No. 2 for equipment and testing requirements, procedures, etc. A 2M system will be
utilized. The attached diagram depicts the use of an annular in conjunction with double rams.
However, an annular, double rams or both may be used depending on the drilling rig contracted.
Chart recorders will be used for all pressure tests.

Test Charts with individual test results identified, shall be maintained on location while drilling
and shall be made available to a representative upon request.
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Berry Petroleum Company Drilling Program
Ute Tribal 12-14D-55 Duchesne County, Utah

All required BOP tests and/or drills shall be recorded in the IADC report.
The anticipated bottom hole pressure will be less than 2,000 psi.
4 Proposed Casing and Cementing Program

The proposed Casing Program will be as follows:

Purpose Depth Hole Size Casing Size Type  Connection Weight
Surface 3500 1225~ 8.625” J-55 ST&C 24#
Production 5897 7.875” 5.5” J-55  LT&C 15.5#
Surface Fill Type & Amount

0’-350° 350° Approximately 200 sx Class “G” (Type III) cement -+

additives or a similar slurry with a minimum weight
of 15.8 ppg and approximate yield of 1.15 cf/sk,
minimum 24 hr compressive strength = 500 psi
(Cement will be circulated to surface and topped off,
if necessary.)

Production with loss circulation Type & Amount

0°-5897° SEE ATTACHED CEMENT PROCEDURES

Production without loss circulation Type & Amount

0°- 5897 SEE ATTACHED CEMENT PROCEDURES

For production casing, actual cement volumes will be determined from the caliper log plus a minimum of
15% excess.

S Drilling Fluids Program

Interval Weight Viscosity Fluid Loss Remarks
0°-350° 8.3-8.6 27-40 NC Spud Mud
350’-TD 8.6-8.9 27-40 NC KCL Water

Berry Petroleum Company will use either or a Manual or Electronic drilling fluid monitoring system on all
well sites.
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Berry Petroleum Company
Ute Tribal 12-14D-55

6

7  Abnormal Conditions

Evaluation Program

Logging Program:

Sampling:

Surveys:
Mud Logger:
Drill Stem Tests:

Cores:

Drilling Program
Duchesne County, Utah

HRI-GR-SP with SDL-DSN-PE: surface casing to TD.
Preserve samples from all show intervals.

10° dry cut samples: Douglas Creek to TD. Preserve samples
From all show intervals.

As deemed necessary
As deemed necessary
As deemed necessary

As deemed necessary

No abnormal temperatures or pressures or other hazards are anticipated.

8 Anticipated Starting Dates and Notification of Operations

Drilling Activity:

Anticipated Commencement Date:

Drilling Days:

Completion Days:

Upon approval of the APD.
Approximately 6 days.
Approximately 7 days.
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Drilling Program

Berry Petroleum Company
Duchesne County, Utah

Ute Tribal 12-14D-55

SCHEMATIC DIAGRAM OF 2,000 PSI BOP STACK
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PETRO
SERVICES INCORPORATED
Berry Petroleum
Brundage Project
8 5/8 Surface Casing
Well Name:Ute Tribal 12-14D-55
T.D. 350 ft
Hole Size 12 Y4 in
Casing Size 85/8 in
Casing Weight 24 #
Cement Coverage 350 ft to surface
Premium Class G Cmt 200 sks 15.8#/gal 1.15 cuft/sk 5.0 gal/sk
Premium G Cmt 100 % (BWOC)
Calcium Chloride 2 % (BWOC)
Flocele Va# /sk
Total mix water (cement only) 24 bbl (1000 gal)
Water ahead 10 bbl
Gel sweep 20 bbl
200 sks Cement 40.9 bbl
Drop Top Plug

Displacement 19.3 bbl
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PETRO

SERVICES INCORPORATED
Berry Petroleum

Brundage Project
S % Production String
Well Name:Ute Tribal 12-14D-55

With loss of circulation

T.D. 5897 ft

Hole Size 7 7/8 in

Casing Size 5% in

Casing Weight 15.50 1b/ ft

Tail Cement Coverage 5897 ft to 3500 ft
Tail Cement Excess 15 %

Lead Cement Coverage 3500 ft to surface
Lead Cement Excess 15 %

Hifill Lead Cmt 180sks 11.0 #/gal 3.82 cuft/sk 23.0 gal/sk

Premium Type V Cmt 100 % (BWOC)

Gel 16 % (BWOC)

Gilsonite 10 #/sk

GR 3 3 #/sk

Salt 3 % (BWOC)

Flocele Va#t Isk

Premium Lite Tail 290 sks 13.1#/gal_1.70cuft/sk 7.7gal/sk
Premium Class G Cmt 65 % (BWOC)

Poz 35 % (BWOP)

Gel 6% (BWOC)

Gilsonite 10# /sk

CDI 33 2 % (BWOC)

CFL 175 2% (BWOC)

Flocele Va# Isk

Salt 10 % (BWOW)

Total Mix Water (Cement Only) 6373 gallons
Water ahead 10 bbls(8.33 ppg)
Mud Flush 20 bbls(8.34 ppg)
Water Spacer 10 bbls(8.33 ppg)
Lead Cement 122.5 bbls(11 ppg)
Tail Cement(With No loss Circulation) 87.8 bbls(14.2 ppg)

Wash Pump and Lines and Drop Top Plug
Displacemnet (KCL) 135.8 bbls(8.4 ppg)
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PETRO

SERVICES INCORPORATED
Berry Petroleum

Brundage Project
S %2 Production String
Well Name:Ute Tribal 12-14D-55

No loss of circulation

T.D. 5897 ft

Hole Size 77/8 in

Casing Size 5%in

Casing Weight 15.50 1b/ ft

Tail Cement Coverage 5897 ft to 3500 ft

Tail Cement Excess 15%

Lead Cement Coverage 3500 ft to surface

Lead Cement Excess 15 %

Hifill Lead Cmt 180 sks 11.0#/gal  3.82 cuft/sk 23.0 gal/sk
Premium type V cmt 100 % (BWOC)
Gel 16 % (BWOC)
Gilsonite 10 #/sk

GR 3 3 #/sk

Salt 3% (BWOC)
Flocele Va #/sk

50/50 Poz Tail Cmt 380 sks 14.2 #/gal  1.26cuft/sk 5.75 gal/sk
Premium Class G Cmt 50 % (BWOCO)
Poz 50 % (BWOP)
Gel 2% (BWOC)
Salt 10 % (BWOW)
CDI 33 2 % (BWOC)
CFL 175 2 % (BWOC)
Flocele Va# /sk

Total Mix Water (Cement Only) 6325 Gal

Water ahead 10 bbl

Mud Flush 20 bbl

Water Spacer 10 bbl

Lead Cement 122.5 bbl (99 bbl mix H 2 O)
Tail Cement 85.2 bbl (52 bblmixH2 O

Wash Pump and Lines Drop Top Plug
Displacement (KCl) 135.8 bbl
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BERRY PETROLEUM COMPANY
Ute Tribal 12-14D-55
Surface location : NE 1/4, SW 1/4, 1926 FSL 1330’ FWL, Section 14, T5S, R5W, U.S.B.& M.
BHL: NW Y4, SW Y4, 1982’ FSL 652° FWL
Duchesne County, Utah

ONSHORE ORDER NO. 1

MULTI POINT SURFACE USE & OPERATIONS PLAN

1 Existing Roads

To reach the Berry Petroleum Company well, Ute Tribal 12-14D-55 location, in Section 14 T5S-
R5W:

Start in Myton, Utah. Proceed west on US Highway 40, 8.6 miles to the Antelope Creek/Sowers
Canyon Road at the Bridgeland turnoff. Turn south and proceed 14.8 miles. Turn west and proceed
southwest 1.2 miles to the Ute Tribal 11-14-55 access road. Turn west and proceed 0.35 miles the
existing Ute Tribal 11-14-55 location.

The existing oilfield service road may need some surface material to prevent or repair holes in the
road due to heavy truck traffic during the drilling and completion operation. If repairs are made the
operator will secure material from private sources.

Please see the attached map for additional details.

2 Planned Access Road
See Topographic Map “B” for the location of the proposed access road.
3 Location of Existing Wells

See Topographic Map “C” for the location of existing wells within a 1 mile radius.

4 Location of Tank Batteries, Production Facilities and Production Gathering and Service
Lines

All permanent (on site for six months or longer) structures constructed or installed will be painted
a flat, non-reflective, earth tone color to match one of the standard environmental colors, as
determined by the five state Rocky Mountain Inter-Agency Committee. All facilities will be
painted within six months of installation. Facilities required to comply with the Occupational
Safety and Health Act (OSHA) will be excluded. The required paint color is desert brown (10YR
6/4) unless otherwise designated by the Authorized Officer.

A containment dike will be constructed completely around those production facilities which
contain fluids (i.e., production tanks, produced water tanks). This dike will be constructed of
compacted subsoil, be impervious, and hold 150% of the capacity of the largest tank. The use of
topsoil for the construction of dikes will not be allowed. A Spill Prevention, Control, and
Countermeasure (SPCC) Plan is required by the Environmental Protection Agency, the
containment dike may be expanded with the BLM/VFO Authorized Officer’s approval to meet
SPCC requirements.



'APIWelIN0:43013504760000

Berry Petroleum Company Drilling Program
Ute Tribal 12-14D-55 Duchesne County, Utah

A description of the proposed pipeline and a map illustrating the proposed route is attached.

All site security guidelines identified in Federal regulation 43 CFR 3126.7, will be adhered to. All
off-lease storage, off-lease measurement, or commingling on-lease or off-lease production will
have prior written approval form the Authorized Agency Officer.

Gas meter runs will be located approximately 100 feet from the wellhead. Where necessary, the
gas line will be anchored down from the wellhead to the meter

5 Location and Type of Water Supply

Water for the drilling and completion will be pumped or trucked from the Berry source wells
located in Sec. 23, T5S, R5W or Sec. 24, T5S, R5W, permit # 43-11041, or from Duchesne City
Culinary Water Dock located in Sec. 1, T4S, R5W or from East Duchesne Water, Arcadia Feedlot,
Sec. 28, T3S, R3W or Myton (Moon) Pit, SE/NE Sec. 27, T3S, R2W or from Petroglyph
Operating Company 08-04 Waterplant, Sec. 8, T5S, R3W or from Kenneth V. & Barbara U.
Richens source well located in Sec. 34, T3S, R2W, permit # 43-1723 or Brundage Canyon Field
produced water or Leo Foy source well located in Sec. 34, T5S, R5W, permit # 43-11324. A
water use agreement is also in place with the Ute Tribe.

6 Source of Construction Materials

All construction materials for this location site and access road shall be borrow material
accumulated during construction of the location site and access road.

Additional gravel or pit lining material will be obtained from a private source.
The use of materials under Authorized Agency jurisdiction will conform with 43 CFR 3610.2-3
7 Methods of Handling Waste Materials

Drill cuttings will be contained in a closed loop system or a reserve pit and buried in the reserve pit

Drilling fluids, including salts and chemicals, will be contained in a closed loop system or a
reserve pit. Upon termination of drilling and completion operations, the liquid contents of the
reserve pit will be used at the next drill site or will be removed and disposed of at an approved
waste disposal facility. Upon well completion, weather permitting (summer months), any
hydrocarbons in the pit shall be removed in accordance with 43 CFR 3162.7-1.

Unless otherwise specified, the reserve pit will be constructed on the location and will not be
located within natural drainages, where a flood hazard exists or surface runoff will destroy or
damage the pit walls. The reserve pit will be constructed so that it will not leak, break, or allow
discharge of liquids.

If it is determined at the onsite that a pit liner is necessary, the reserve pit will be lined with a
synthetic reinforced liner a minimum of 12 millimeters thick, with sufficient bedding used to cover
any rocks. The liner will overlap the pit walls and be covered with dirt and/or rocks to hold it in
place. Trash or scrap that could puncture the liner will not be disposed of in the pit.

Reserve pit leaks are considered an unacceptable and undesirable event and will be orally reported
to an Authorized Agency Officer.
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Berry Petroleum Company Drilling Program
Ute Tribal 12-14D-55 Duchesne County, Utah

10

After first production, produced wastewater will be trucked to one of the following approved waste
water disposal sites: R.N. Industries, Inc. Sec. 4, T2S, R2W, Bluebell; MC & MC Disposal Sec.
12, T6S, R19E, Vernal; LaPoint Recycle & Storage Sec. 12, T5S, R19E, LaPoint or Water
Disposal Inc. Sec. 32, T1S, R1W, Roosevelt, or Berry Petroleum’s Water Injection Facility located
in section 30, T5S, R4W or used in the operations of the field or, unless prohibited by the
Authorized Officer, confined to the approved pit or storage tank for a period not to exceed 90
days. The use of such pit is hereby approved as part of this Application for Permit to Drill.

All production fluids will be disposed of at approved disposal sites. Produced water, oil, and other
byproducts will not be applied to roads or well pads for control of dust or weeds. The
indiscriminate dumping of produced fluids on roads, well sites, or other areas will not be allowed.

Any spills of oil, gas, salt water, or other noxious fluids will be immediately cleaned up and
removed to an approved disposal site.

A chemical portable toilet will be furnished with the drilling rig.

Garbage, trash, and other waste materials will be collected in a portable, self-contained, fully
enclosed trash cage during operations. Trash will not be burned on location.

All debris and other waste materials not contained in the trash cage will be cleaned up and
removed from the location promptly after removal of the completion rig.

Any open pits will be fenced during the operations. The fencing will be maintained until such time
as the pits are backfilled.

No chemicals subject to reporting under SARA Title III (hazardous materials) in an amount equal
to or greater than 10,000 pounds will be used, produced, stored, transported, or disposed of
annually in association with the drilling, testing, or completing of wells. Furthermore, extremely
hazardous substances, as defined in 40 CFR 355, in threshold planning quantities, will not be used,
produced, stored, transported, or disposed of in association with the drilling, testing, or completing
of wells within these areas.

Ancillary Facilities

There are no ancillary facilities planned for at this time and none are foreseen in the future.
Well site Layout

The attached Location Layout diagram describes drill pad cross-sections, cuts and fills, and
locations of the mud tanks, reserve pit, pipe racks, trailer parking, spoil dirt stockpile(s) and
surface material stockpile(s)

Plans for Restoration of the Surface

The dirt contractor will be provided with approved copies of the Surface Use Plan prior to
construction activities.

Upon well completion, within a reasonable time, the location and surrounding area will be cleared
of all unused tubing, materials, trash, and debris not required for production.



'APIWelIN0:43013504760000

Berry Petroleum Company Drilling Program
Ute Tribal 12-14D-55 Duchesne County, Utah

11

12

Abandoned well sites, roads, and other disturbed areas will be restored as near as practical to their
original condition. Where applicable, these conditions may include the re-establishment of
irrigation systems, the re-establishment of appropriate soil conditions, and the re-establishment of
vegetation as specified.

All disturbed areas will be re-contoured to the approximate natural contours.

Any drainage rerouted during the construction activities shall be restored to its original line of flow
or as near as possible.

Prior to backfilling the reserve pit, the fence surrounding the reserve pit will be removed. The pit
liner will be folded, torn, and perforated after the pit dries and prior to backfilling the reserve pit.

Before any dirt work associated with reserve pit restoration takes place, the reserve pit shall be as

dry as possible. All debris in it will be removed. Other waste and spoil materials will be disposed
of immediately upon completion of operations. The reserve pit will be reclaimed within 180 days
from the date of well completion, weather permitting. Once reclamation activities have begun, the
activities will be completed within 30 days.

After the reserve pit has been reclaimed, no depressions in the soil covering the reserve pit will be
allowed. The object is to keep seasonal rainfall and runoff from seeping into the soil used to cover
the reserve pit. Diversion ditches and water bars will be used to divert runoff as needed.

Prior to the construction of the location, the top 12 inches of soil material (if present) will be
stripped and stockpiled. Placement of the topsoil is noted on the location plat attached. Topsoil
shall be stockpiled separately from subsoil materials. Topsoil salvaged from the reserve pit shall
be stockpiled separately near the reserve pit.

When restoration activities have been completed, the location site and new access road cuts and
shoulders shall be reseeded. Prior to reseeding, all disturbed areas, including the old access road,
will be scarified and left with a rough surface.

The Authorized Agency Officer shall be contacted for the required seed mixture. Seed will be
broadcast and the amount of seed mixture per acre will be doubled. The seeded area will then be
“walked” with a dozer to assure coverage of the seeds. The seed mixture will reflect the
recommendation from the Archeology study done.

At final abandonment, all casing shall be cut off at the base of the cellar or 3 feet below final
restored ground level, whichever is deeper, and cap the casing with a metal plate a minimum of
0.25 inches thick. The cap will be welded in place and the well location and identity will be
permanently inscribed on the cap. The cap also will be constructed with a weep hole.

Surface Ownership

Ute Indian Tribe

Other information

All lease and/or unit operations will be conducted in such a manner that full compliance is made

with all applicable laws, regulations, Onshore Oil and Gas Orders, the approved Plan of
Operations, and any applicable Notice to Lessees. The operator is fully responsible for the actions
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Berry Petroleum Company Drilling Program
Ute Tribal 12-14D-55 Duchesne County, Utah

of his subcontractors. A copy of these conditions will be furnished to the field representative to
ensure compliance.

The operator will control noxious weeds along access road use authorizations, pipeline route
authorizations, well sites or other applicable facilities. A list of noxious weeds may be obtained
from the Authorized Agency or the appropriate County Extension Office.

Drilling rigs and/or equipment used during drilling operations on this location will not be stacked
or stored on administered lands after the conclusion of drilling operations or at any other time
without authorization by the Authorized Agency Officer. If authorization is obtained, such storage
is only a temporary measure.

Travel is restricted to approved travel routes.

A class III archaeological survey will be conducted on all lands, unless landowner waives rights

for archaeological survey. All personnel will refrain from collecting artifacts and from disturbing
any significant cultural resources in the area. The operator is responsible for informing all persons
in the area who are associated with this project that they may be subject to prosecution for
knowingly disturbing historic or archaeological sites or for collecting artifacts. All vehicular
traffic, personnel movement, construction, and restoration activities shall be confined to the areas
examined, as referenced in the archaeological report, and to the existing roadways and/or evaluated
access routes. If historic or archaeological materials are uncovered during construction, the
Operator is to immediately stop work that might further disturb such materials and contact the
Authorized Agency Officer.

Within five working days, the Authorized Agency Officer will inform the operator as to:

Whether the materials appear eligible for the National Historic Register of Historic
Places; The mitigation measures the operator will likely have to undertake before the site
can be used (assuming in-situ preservation is not necessary); and, the time frame for the
Authorized Officer to complete an expedited review under 36 CFR 800.11 to confirm,
through the State Historic Preservation Officer, that the findings of the Authorized Officer
are correct and that the mitigation measures are appropriate.

If the operator wishes, at any time, to relocate activities to avoid the expense of mitigation and/or
the delays associated with this process, the Authorized Agency Officer and/or the surface owner
will assume responsibility for whatever recordation and stabilization of the exposed materials may
be required. Otherwise the operator will be responsible for mitigation costs. The Authorized
Agency Officer and/or the surface owner will provide technical and procedural guidelines for the
conduct of mitigation. Upon verification from the Authorized Agency Officer that required
mitigation has been completed, the Operator will then be allowed to resume construction.

All Surface Use Conditions of Approval associated with the Landowner Surface Use Agreement
and Environmental Analysis Mitigation Stipulations will be adhered to.
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Berry Petroleum Company Drilling Program
Ute Tribal 12-14D-55 Duchesne County, Utah
13 Operator’s Representative and Certification
A) Representative
NAME: Kathy K. Fieldsted
ADDRESS: Berry Petroleum Company
4000 South 4028 West
Route 2, Box 7735

Roosevelt, Utah 84066

PHONE: 435-722-1325

All lease and/or unit operations will be conducted in such a manner that full compliance is made
with all applicable laws, regulations and onshore oil and gas orders. The operator is fully
responsible for the actions of its subcontractors. A copy of these conditions will be furnished to
the field representative to ensure compliance.

The drilling permit will be valid for a period of two years from the date of approval. After permit
termination, a new application will be filed for approval for any future operations.

B) Certification:

I hereby certify that I, or persons under my direct supervision, have inspected the proposed drillsite
and access route; that I am familiar with the conditions which presently exist; that the statements
made in this plan are, to the best of my knowledge and belief, true and correct; and that the work
associated with the operations proposed herein will be performed by Berry Petroleum Company
and its contractors and subcontractors in conformity with this plan and the terms and conditions
under which it is approved. This statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

I 1] 2010 \szé,‘ﬂ % ﬁi%

DATE Kathy Kq;i’eidsted
Sr. Regulatory & Permifting Tech

Berry Petroleum Company
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BERRY PETROLEUM COMPANY

‘ WELI, PAD INTERFERENCE PLAT
UTE TRIBAL 12—14D-55 (Proposed Well)
UTE TRIBAL 11-14—55 (Existing Well)
Pad Location: NESW Section 14, T56S, R&5W, US.B.&M.

TOP HOLE FOOTAGES

12-14D-55 (PROPOSED)
1926 FSL & 1330° FWL

BOTIOM HOLE FOOTAGES

12—14D—55 (PROPOSED)
1982° FSL & 652" FmL

Meter
Box

Proposed Well
,_NI_»Dlww O

Exisling Well
11-14~55

i T — WS
a4 W
ol
. s
© TN wm Existing Acces
~J
S
B Existing
g Anchor
Mi (Twp.)
N Edge of
~ Existing
Pad

LATITUDE & LONGITUDE
Surface position of Wells (NAD 83)

WELL LATITUDE LONGITUDE

_ 12-14D-55 40" 02" 40.26" 110" 25" 11.33"

RELATIVE COORDINATES 11-14-55 o2 "1 110" 25 z
From top hole to bottom hole _ 40 40.09 118
WELL NORTH EAST SURVEYED BY: S.H. DATE SURVEYED: 08-23-10 QJ\\.-\M\ Mﬂgﬂm (435) 781-2501
._MF,_L.UEUU mw. 1mﬁm. UW)S\Z m% _IO m DATE DRAWN: 09-16-10 hng wggm\t@:.@u .\.\N\N\O
SCALE: 1" = 50 REVISED: L.C.S. 11-04-10 "\ 180 NORTH VERNAL AVE. VERNAL, UTAH B4078
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BERRY PETROLEUM COMPANY

LOCATION LAYOUT

UTE TRIBAL 12-14D-55 (Proposed Well)
UTE TRIBAL 11-14-55 (Existing Well)
Pad Location: NESW Section 14, T5S, R5W, U.S.B.&M.

% /
(\ Existing %\
STA. 2460 Tanks
= =%, O (np.)
58,
O Existing
“S‘ Tank Berm
[3 &
STA. 2+10_ 3 \ O 8
Pump
dack | || .. TBss
Meter
92" STA. 1441 :1 OBox 10
Exisling: Well \
11=14=-55
WELL HEAD:
Fdoe of & EXISTING GRADED
Fxinting %, GROUND = 6581
Pad
Existing =
Anchor 5
(Typ.)
STA. 0430
N STA. 0+00
™
-
.
Y
=l
=
[}
L9
o
152
L1}

: : -23- Y 35) 781-250
SURVEYED BY: S.H DATE SURVEYED: 08-23-10 TT"L State . (435) 781-2501
DRAWN BY: L.C.S. DATE DRAWN: 09-16-10 Land Surveylng, Inc.
SCALE: 1" = 50 REVISED: y \ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078
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BERRY PETROLEUM COMPANY
CROSS SECTIONS
UTE TRIBAL 12-14D-55 (Proposed Well)
UTE TRIBAL 11—-14-565 (E'xist'i.ng Well)
Pad Location: NESW Section 14, T56S, R5SW, US.B. &M
: I
 err—=rr—= =1 =]
1" = 50’ STA. 2+60
i i
="
= T g il
1" = 50' STA. 2+170
EXISTING
. EXISTING GRADE
N WELL HEAD\ \ N il
L —_— e == R
. E ST =
1" = 50 STA. 1+41
2
I R —
- TR T
1" = 50 STA. 0+30
SURVEYED BY: S.H. DATE SURVEYED: 08-23-10 7_"7.1" State (435) 781-2501
DRAWN BY LCS DATE DRAWN: 09-16-10 Land Sufrvueyfl/ng, ]nc
SCALE: 1" = 50 REVISED: \ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078
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BEFRRY PETROLEUM COMPANY

TYPICAL RIG LAYOUT
UTE TRIBAL 12-14D-55 (Proposed Well)
UTE TRIBAL 11-14-55 (Existing Well)
Pad Location: NESW Section 14, T5S, R5W, U.S. B.&M.

FZ
S iy

>

’/‘Z. T

7 - -
ORAGE
O TANK Existing Existing .
o O Tanks  \=7onk Berm
2 - (Typ.)
Existing YELLOW
Anchor »—006
[ ToLeT (Typ.) l sower | [
= x
2 g ol -
Lt = <
< & o
E o~ = 2
<
i L |
sSuB
(99 ) - X o
211% 2| Pump z
2 |& ’; Jack ';
2 d Well
ol 5] [E[|l, fsss
E % g Meter
92 LLtw Box 100’
Existing Well
11=-14=-55
PIPE RACKS
M
=l
S =
PIPE RACKS ol Bl 1
Edge of i = alala
Existing
Pad
N

SURVEYED BY: SH. DATE SURVEYED: 08-23-10 TT'L State (435) 781-2501
DRAWN BY: L.CS DATE DRAWN: 09-16-10 Land S'U/T'Uey'l:ng, ]TLC.
SCALE: 1" = 50 REVISED: / _____\ 180 NORTH VERNAL AVE. VERNAL, UTAH 84078

= =
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Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

(435) 781-2501
(435) 761-2518

CHM.

10-15-2010

1:100,000
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BERRY PETROLEUM COMPANY
Ute Tribal 12-14D-55 (Proposed Well)
Ute Tribal 11-14-55 (Existing Well)
SEC. 14, T5S, R5W, U.S.B.&M.

Duchesne County, UT.

TOPOGRAPHIC MAP
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O—0 Existing Road

P: (435) 781-2501
F: (435) 781-2518

Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

DRAWN BY:

C.H.M.

DATE:

10-15-2010
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BERRY PETROLEUM COMPANY

¢ .-\’\r
sF=
N
.,’
b
<

Ute Tribal 12-14D-55 (Proposed Well)
Ute Tribal 11-14-55 (Existing Well)
SEC. 14, T5S, R5W, U.S.B.&M.
Duchesne County, UT.

TOPOGRAPHIC MAP
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Tri State

Land Surveying, Inc.
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BERRY PETROLEUM COMPANY

F: (435) 781-2518

DRAWN BY:

C.HM

Ute Tribal 12-14D-55 (Proposed Well)
Ute Tribal 11-14-55 (Existing Well)
SEC. 14, T5S, R5W, U.S.B.&M.
Duchesne County, UT.

DATE:

10-15-2010

CALE:

1" =2.000°

TOPOGRAPHIC MAP
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Location
Photos

Center Stake

Looking Southwesterly

DECRO DGR IEDIERE 08/23/2010

Photographed By : E-MIFIVY

Access
Looking Westerly

PETCH TG £ CI B 08/23/2010

Photographed By :

BITTE 7y T BERRY PETROLEUM COMPANY
Tri State AT Ute Tribal 12-14D-55
Land Surveying, Inc. SEC. 14, T5S, R5W, U.S.B.&M.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078 DUCheS ne COU nty, UT
JorRAWN BY: CHM
DATE: 10-15-2010 COLOR PHOTOGRAPHS
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T5S, R5W, U.S.B.&M.

N89'52'W — 79.76 (G.L.O.)

BERRY PETROLEUM COMPANY

e NES22°09"W — 2657 73" (Meas.)

e S895332"W — 2569.53 (Meas.)
Set

WELL LOCATION, UTE TRIBAL 12-14D-55,
LOCATED AS SHOWN IN THE NE 1/4 SW 1/4

Set Set
Stone 7 Stone ; Stane OF SECTION 14 T5S, R5W, U.S.B.&M.
_ _ DUCHESNE COUNTY, UTAH.
e - ©
-—_— ¥ — — - — — — S 3 S
= e © =
- ~ e T —
m 7 _ m BAR SCALE .\<. —
NI ; NI '
o™ -
5% N~
S _ 83
20 14 | ne
N I =
g™ 25
z 3 of Hole _ N .%
N\ - Z
m WELL LOCATION: | o
s UTE TRIBAL 12—-14D-55 2
| ELEV. EXIST. GRADED GROUND = 6581 THIS IS TO CERTIFY THA ABA TR, WAS
[ — ] PREPARED FROM FIELD, OF A cWW\ RVEYS
_ —] — R e e e = = N MADE BY ME OR UN ZANTR THAT
o] _ | THE SAME ARE TRUGYASD gBRRECT TRIH T
B! m OF MY KNOWLEDGE _,mv 189377 mw
“ STACY W.
_ 7 7 ISTERED LA
| GISTRABON,sho. &
set | g Set
emuaa% ﬂ MMM?.." _ 53&@ STATE OF W-m. Oﬂ /.mﬁﬂz
NEES646"W ~ 2582 48° \\_\mam.\ % $8919°22"W — 2681.15° (Meas.) L
S89°57'W — 79.88 (G.L.0.) _NAD B3 (SURFACE _.oo.,ﬂaé w TRI STATE LAND SURVEYING & CONSULTING
LATITU = 4002'40.26" (40.044517
LONGITUDE = 1102511 35" (110 419814 180 NORTH VERNAL AVE. — VERNAL, UTAH 84078
@ = SECTION CORNERS LOCATED NAD 27 (SURFACE LOCATION) (435) 781-2501
LATITUDE = 40702'40.40" ﬁo.oimwmw DATE SURVEYED:
i . LONGITUDE = 110°2508 78 (110.419104 4 .
BASIS OF ELEV; Elevations are based NAD 83 (BOTTOM HOLE LOCATION) 08-23-10 SURVEYED BY: S.H.
on a bench mark located in the SW _.rwmm_{wmm G ﬂu%wmw%%u,_. %wmwmmﬁw DATE DRAWN:
1/4 of Section 9, T5S, R4W, NAD 27 (BOTTOM HOLE LOCATION) 09-16-10 DRAWN BY: LGS
U.S.B.&M. Elev. 6097 LONGITODE = 110991765 (110 4216983 REVISED: SCALE: 1" = 1000’ —

L.CS. 11-04-10
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® Padlocation [ = 07

P: (435) 781-2501
F: (435) 781-2518

Tri State

Land Surveying, Inc.
180 NORTH VERNAL AVE. VERNAL, UTAH 84078

BERRY PETROLEUM COMPANY
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DRAWN BY: CHM.

Ute Tribal 12-14D-55 (Proposed Well)
Ute Tribal 11-14-55 (Existing Well)
SEC. 14, T5S, R5W, U.S.B.&M.
Duchesne County, UT.

DATE: 10-15-2010

ECALE: 1"=2000"

TOPOGRAPHIC MAP

SHEET
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Well Planning

Proposal
FOR

Berry Petroleum Co.
Ute Tribal 12-14D-55
Duchesne Co., UT

Well File: Design #1 (11/3/10)

Presented By:

Pat Rasmussen
Regional Manager

Bret Wolford
Well Planner

TLIHA IY3D w (
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Project. Duchesne Co., UT (UT27C)

Site: Sec.14-T55-R5W
Well: Ute Tribal 12-14D-55
Wellbore: Wellbore #1
Design: Design #1
Latitude: 40° 2' 40.401 N

Longitude: 110° 25' 8.774 W

Ground Level: 6581.00

WELL @ 6595.00ft (Berry Rig 5)

M GREAT WHITE

S PRI CTRGAL NERVNIR, LLC

Geodetic System:
Datum:

Ellipsoid:

Zone:

PROJECT DETAILS: Duchesne Co,, UT {UT27C)

US State Plane 1927 (Exact solution)
NAD 1927 (NADCON CONUS)

Clarke 1886

Utah Central 4302

System Datum: Mean Sea Level

REFERENCE INFORMATION

Well Ute Tribal 12-14D-55, True North
WELL @ 6595.00ft (Berry Rig 5)

Co-ordinate {(NVE) Relerence:
Vertical (TVD) Reference:
Section {VS) Reference: Slot - (0.00N, 0.00E)
Measured Depth Reference: WELL @ 6595 00ft (Berry Rig 5)
Method:

Vertical Section at 275 83" (800 ft/in)

0= WELL DETAILS: Ute Tribal 12-14D-55
T Graund Level: 6581.00
b +NI-S  +E/-W Northing Eastin Latittude Longitude Slot
- [ 0.00 000 625103044 2302602455 40° 2 40401 N 110" 25 8778 W
] 41K
400 A I
- — WELLBORE TARGET DETAILS (MAP CO-ORDINATES AND LAT/LONG)
i Name TVD +N/-§ +EI-W Nonhln Easting Latiti Longnude Shape
1 UT12-14D Tgt 5837.00  69.14  -576.88 625163, 99 2001924.490 40° 7 41 nas N110° 25' 17478 W Polygon
800 !
1 SECTION DETAILS
7 MD Inc Azi VD +N/-S +E/-W DLeg TFace VSec Annotation
1200 —- - = — 0.00 000  0.00 0.00 000 000 000 000 000
4" 450.00 000  0.00 450.00 000 000 000 000 0.00 StartBuild2.00
A e | 85522 810 27583 853,87 2.91 2846 200 27583 28.61 Start 4217.52 hold at 855,22 MD
= 507274 810 275.83 502927 6333 61995 000 000 623.18 Start Drop -1.00
g 588317 000 000 6837.00  69.14 -676.89  1.00 180.00 680.40 TD at 5883.17
1600
- FORMATION TOP DETAILS
| P TVDPath MDPath  Formation
e Mirknr | ™~ 1177.89  1182.50  Green River
1745.60 1755.95 Green River Upr Marker
- 2386.02  2402.83  Mahogany
3433.80 3461.18 Tgr3 Marker
1 ] 4206.69 4241.86  Douglas Creek Mbr
9 | 484611  4887.74  Black Shale Mbr
- | Pl 4970.61  5013.49 172 Way Through Obj.
2400 — 4 / 512900 5173.35  Castle Peak Mbr
0 | 5540.97 56587.01  Uteland Butte Mbr
1 f 5736.78  5782.95  Wasatch
T ety ’f
‘£2800— - 1 e T ——
g 2800 / Twm Azimuths to True North
o j Magnetic North: 11.53°
2 ] Ty,
E b , A Magnetic Field
£ - U A Strength: 52269,9snT
213200 — T F— S R— . / Dip Angle: 65.74°
o ] [ & Date: 11/03/2010
3 4 Model: IGRF2010
o -
5 { &
g _
s ]
=3600— — 00 — — —————
il 7l | SHL
: 3 1826' FSL & 1330° FWL
n ~ 172 thny Shrcugn 00 SEC.14-TSS-RSW |
4000 —— - — 500 —f— -  Cauthe sk Wy —L- EAEShA M o
= | \ Onagls Croek Mo
- | i Utndant Bismie M | i 1 1gratanser
q | , ‘ 5 - :
00— ] | = 0 . I
‘ £ . :
- o -
(=)
- @ 4
| = -
- | I Ll — = §l| =t [ UT 111455 {Existing)
e 2 T T 1 £ & T |__ Assumed Vertical
3 LH- | : g
o =
- | 5
5200 S ! $-100——
! -
1 1 HL L
= +—t—— — 600 — 69.14'N,676.88°W }
| . 1982' F5L & 652° FWL |
i -  SEC.IMTSSREW
& IR T K - | Target is 460" Within
] - nwsw s tie | 1
BO00— LI, - e - 500 T T T i_"-_-- . NI IS L T T T T3
i 1500 1200 -500 600 300 0 300 800
. | West{-)/East(+) (600 fUin)
S AR AR S AR RARRSRARES SRR Plan: Design #1 (Ute Tribal 12-14D-55Wellbore #1)
n: Design e Irba ellbore
-800 -400 0 400 800 1200 1600 2000 a 9 (

Created

By:

Bret Wolford

Date: 11:28, November 03 2010
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Berry Petroleum Company

Duchesne Co., UT (UT27C)
Sec.14-T5S-R5W
Ute Tribal 12-14D-55

Wellbore #1

Plan: Design #1

Standard Planning Report

03 November, 2010

™, GREAT WHITE

S DIRECTIONAL SERVICES, LLC.
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Great White Directional Services, LLC

i : M GREAT WHITE
[I:_ - Planning Report Reggg-omomieHdrintpn
Database: EDM 2003.21 Single User Db Local Co-ordinate Reference:  Well Ute Tribal 12-14D-55
Company: Bermy Petroleum Company TVD Reference: WELL @ 6595.00ft (Berry Rig 5)
Project: Duchesne Co., UT (UT27C) MD Refarence: WELL @ 6595.00ft (Berry Rig 5)
Site: Sec.14-T58-R5W North Reference: True
Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature
Welibore: Wellbore #1
Design: Design #1
Project Duchesne Co., UT (UT27C)
Map System: US State Plane 1927 (Exact solution) System Datum: Mean Sea Level
Geo Datum: NAD 1927 (NADCON CONUS)
Map Zone: Utah Central 4302
Site Sec.14-T5S-R5W
Site Position: Northing: 626,461.366 1 Latitude: 40°2'53.588 N
From: Lat/Long Easting: 2,304,579.387 ft Longitude: 110° 24'43.139 W
Position Uncertainty: 0.00 ft Slot Radius: ¢ Grid Convergence: 070 °
Well Ute Tribal 12-14D-55
Well Position +N/-S -1,334.33 ft Northing: 625,103.044 ft Latitude: 40° 2'40.401 N
+E/I-W -1,993.50 ft Easting: 2,302,602.156 ft Longitude: 110° 25' 8.774 W
Position Uncertainty 0.00 ft Wellhead Elevation: ft Ground Level: 6,581.00ft
Wellbore Wellbore #1
Magnetics Model Name Sample Date Declination Dip Angle Field Strength
) 9] (nT)
IGRF2010 11/03/10 11.53 65.74 52,270
Design Design #1
Audit Notes:
Version: Phase: PLAN Tie On Depth: 0.00
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction
(ft) (ft) (ft) )
0.00 0.00 0.00 275.83
Plan Sections
Measured Vertical Dogleg Build Turn
Depth  Inclination Azimuth Depth +N/-S +E/-W Rate Rate Rate TFO
(ft) ©) ) (ft) (ft) (ft) (°/100ft) (°100ft)  (°/100ft) °) Target
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
450.00 0.00 0.00 450.00 0.00 0.00 0.00 0.00 0.00 0.00
855.22 8.10 275.83 853.87 2.91 -28.46 2.00 2.00 0.00 275.83
5,072.74 8.10 275.83  5,029.27 63.33 -619.95 0.00 0.00 0.00 0.00
5,883.17 0.00 0.00 5,837.00 69.14 -676.88 1.00 -1.00 0.00 180.00 UT 12-14D Tgt

11/03/10 11:16:53AM

Page 2

COMPASS 2003.21 Build 40
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i Great White Directional Services, LLC
it . M GREAT WHITE
it - Planning Report S DERECTIOMLL SERVCES, LLE
i ' 3
Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: = Well Ute Tribal 12-14D-55
Company: Berry Petroleum Company TVD Reference: WELL @ 6595.00ft (Berry Rig 5)
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 6595.00% (Berry Rig 5)
Site: Sec.14-T5S-R5W North Reference: True
Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination  Azimuth Depth +N/-S +E/-W Section Rate Rate Rate
(ft) ) °) {ft) (f6) (ft) (ft) (°1100ft) (°/100ft) (°/1100ft)
0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
100.00 0.00 0.00 100.00 0.00 0.00 0.00 0.00 0.00 0.00
200.00 0.00 0.00 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 0.00 300.00 0.00 0.00 0.00 0.00 0.00 0.00
8 5/8" Csg.
350.00 0.00 0.00 350.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 0.00 400.00 0.00 0.00 0.00 0.00 0.00 0.00
Start Build 2.00
450.00 0.00 0.00 450.00 0.00 0.00 0.00 0.00 0.00 0.00
500.00 1.00 275.83 500.00 0.04 -0.43 0.44 2.00 2.00 0.00
600.00 3.00 275.83 599.93 0.40 -3.91 3.93 2.00 2.00 0.00
700.00 5.00 275.83 699.68 1.1 -10.84 10.90 2.00 2.00 0.00
800.00 7.00 275.83 799.13 217 -21.24 21.35 2.00 2.00 0.00
Start 4217.52 hold at 855.22 MD
855.22 8.10 275.83 853.87 2.91 -28.46 28.61 2.00 2.00 0.00
900.00 8.10 275.83 898.20 3.55 -34.74 34.92 0.00 0.00 0.00
1,000.00 8.10 275.83 997.20 4.98 -48.77 49.02 0.00 0.00 0.00
1,100.00 8.10 275.83 1,096.21 6.41 -62.79 63.12 0.00 0.00 0.00
Green River
1,182.50 8.10 275.83 1,177.89 7.60 -74.36 74.75 0.00 0.00 0.00
1,200.00 8.10 275.83 1,195.21 7.85 -76.82 77.22 0.00 0.00 0.00
1,300.00 8.10 275.83 1,294.21 9.28 -90.84 91.31 0.00 0.00 0.00
1,400.00 8.10 275.83 1,393.21 10.71 -104.87 105.41 0.00 0.00 0.00
1,500.00 8.10 275.83 1,492.21 12.14 -118.89 119.51 0.00 0.00 0.00
1,600.00 8.10 275.83 1,591.21 13.58 -132.92 133.61 0.00 0.00 0.00
1,700.00 8.10 275.83 1,690.21 15,01 -146.94 147,71 0.00 0.00 0.00
Green River Upr Marker
1,755.95 8.10 275.83 1,745.60 15.81 -154.79 155.59 0.00 0.00 0.00
1,800.00 8.10 275.83 1,789.21 16.44 -160.97 161.80 0.00 0.00 0.00
1,900.00 8.10 275.83 1,888.22 17.87 -174.99 175.90 0.00 0.00 0.00
2,000.00 8.10 275.83 1,987.22 19.31 -189.01 190.00 0.00 0.00 0.00
2,100.00 8.10 275.83 2,086.22 20.74 -203.04 204.10 0.00 0.00 0.00
2,200.00 8.10 275.83 2,185.22 2217 -217.06 218.19 0.00 0.00 0.00
2,300.00 8.10 275.83 2,284.22 23.60 -231.09 232.29 0.00 0.00 0.00
2,400.00 8.10 275.83 2,383.22 25.04 -245.11 246.39 0.00 0.00 0.00
Mahogany
2,402.83 8.10 275.83 2,386.02 25.08 -245.51 246.79 0.00 0.00 0.00
2,500.00 8.10 275.83 2,482.22 26.47 -259.14 260.49 0.00 0.00 0.00
2,600.00 8.10 275.83 2,581.22 27.90 -273.16 274.58 0.00 0.00 0.00
2,700.00 8.10 275.83 2,680.23 29.33 -287.19 288.68 0.00 0.00 0.00
2,800.00 8.10 275.83 2,779.23 30.77 -301.21 302.78 0.00 0.00 0.00
2,900.00 8.10 275.83 2,878.23 32.20 -315.24 316.88 0.00 0.00 0.00
3,000.00 8.10 275.83 2,977.23 33.63 -329.26 330.97 0.00 0.00 0.00
3,100.00 8.10 275.83 3,076.23 35.06 -343.29 345.07 0.00 0.00 0.00
3,200.00 8.10 275.83 3,175.23 36.50 -357.31 359.17 0.00 0.00 0.00
3,300.00 8.10 275.83 3,274.23 37.93 -371.33 373.27 0.00 0.00 0.00
3,400.00 8.10 275.83 3,373.24 39.36 -385.36 387.36 0.00 0.00 0.00
Tgr3 Marker
3,461.18 8.10 275.83 3,433.80 40.24 -393.94 395.99 0.00 0.00 0.00
3,500.00 8.10 275.83 3,472.24 40.80 -399.38 401.46 0.00 0.00 0.00
3,600.00 8.10 275.83 3,571.24 4223 -413.41 415.56 0.00 0.00 0.00
3,700.00 8.10 275.83 3.670.24 43.66 -427.43 429.66 0.00 0.00 0.00
3,800.00 8.10 275.83 3,769.24 45.09 -441.46 443.76 0.00 0.00 0.00
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Database: EDM 2003.21 Single User Db Local Co-ordinate Reference:  Well Ute Tribal 12-14D-55
Company: Berry Petroleum Company TVD Reference: WELL @ 6595.00ft (Berry Rig 5)
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 6595.00ft (Berry Rig 5)
Site: Sec.14-T58-R5W North Reference: True
Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Planned Survey
Measured Vertical Vertical Dogleg Build Turn
Depth Inclination  Azimuth Depth +N/-S +EI-W Section Rate Rate Rate
(ft) ) °) (ft) (ft) (ft) (ft) (°/100ft) {°/100ft) (°/100ft)
3,900.00 8.10 275.83 3,868.24 46.53 -455.48 457.85 0.00 0.00 0.00
4,000.00 8.10 275.83 3,967.24 47.96 -469.51 471.95 0.00 0.00 0.00
4,100.00 8.10 275.83 4,066.24 49.39 -483.53 486.05 0.00 0.00 0.00
4,200.00 8.10 275.83 4,165.25 50.82 -497.56 500.15 0.00 0.00 0.00
Douglas Creek Mbr
4,241.86 8.10 275.83 4,206.69 51.42 -503.43 506.05 0.00 0.00 0.00
4,300.00 8.10 275.83 4,264.25 52.26 -511.58 514.24 0.00 0.00 0.00
4,400.00 8.10 275.83 4,363.25 53.69 -525.61 528.34 0.00 0.00 0.00
4,500.00 8.10 275.83 4,462.25 55.12 -539.63 542.44 0.00 0.00 0.00
4,600.00 8.10 275.83 4,561.25 56.55 -553.66 556.54 0.00 0.00 0.00
4,700.00 8.10 275.83 4,660.25 57.99 -567.68 570.63 0.00 0.00 0.00
4,800.00 8.10 275.83 4,759.25 59.42 -581.70 584.73 0.00 0.00 0.00
Black Shale Mbr
4,887.74 8.10 275.83 4,846.11 60.68 -594.01 597.10 0.00 0.00 0.00
4,900.00 8.10 275.83 4,858.25 60.85 -595.73 598.83 0.00 0.00 0.00
5,000.00 8.10 275.83 4,957.26 62.28 -609.75 612.93 0.00 0.00 0.00
1/2 Way Through Obj.
5,013.49 8.10 275.83 4,970.61 62.48 -611.65 614.83 0.00 0.00 0.00
Start Drop -1.00
5,072.74 8.10 275.83 5,029.27 63.33 -619.95 623.18 0.00 0.00 0.00
5,100.00 7.83 275.83 5,056.27 63.71 -623.71 626.96 1.00 -1.00 0.00
Castle Peak Mbr
5,173.35 7.10 275.83 5,129.00 64.68 -633.20 636.49 1.00 -1.00 0.00
5,200.00 6.83 275.83 5,1565.45 65.01 -636.41 639.72 1.00 -1.00 0.00
5,300.00 5.83 275.83 5,254.84 66.13 -647.38 650.75 1.00 -1.00 0.00
5,400.00 4.83 275.83 5,354.40 67.07 -656.62 660.04 1.00 -1.00 0.00
5,500.00 3.83 275.83 5,454.12 67.84 -664.14 667.59 1.00 -1.00 0.00
Uteland Butte Mbr
5,5687.01 2.96 275.83 5,540.97 68.36 -669.27 672.75 1.00 -1.00 0.00
5,600.00 2.83 275.83 5,553.95 68.43 -669.92 673.41 1.00 -1.00 0.00
5.700.00 1.83 275,83 5,653.86 68.84 -673.97 677.47 1.00 -1.00 0.00
Wasatch
5,782.95 1.00 275.83 5,736.78 69.05 -676.01 679.53 1.00 -1.00 0.00
5.800.00 0.83 275.83 5,753.83 69.08 -676.28 679.80 1.00 -1.00 0.00
TD at 5883.17 - UT 12-14D Tgt
5,883.17 0.00 0.00 5,837.00 69.14 -676.88 680.40 1.00 -1.00 0.00
Design Targets
Target Name
- himiss target Dip Angle Dip Dir. TVD +N/-S +E/-W Northing Easting
StliE] ) €) W) () (ft) (ft) () (ft) Latitude Longitude
UT 12-14D Tgt 0.00 0.00 5,837.00 69.14 -676.88 625,163,999 2,301,924.490 40°2'41.085 N 110° 25'17.478 W
- plan hits target center
- Polygon
Point 1 5,837.00 198.33 -191.42 625,360.00 2,301,730.69
Point 2 5,837.00 196.84 195.37 625,363.19 2,302,117.47
Point 3 5,837.00 -198.24 190.01 624,968.07 2,302,116.88
Point 4 5,837.00 -196.93 -193.95 624,964.74 2,301,732.93
Point 5 5,837.00 198.33 -191.42 625,360.00 2,301,730.69

Great White Directional Services, LLC

Planning Report
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it Great White Directional Services, LLC
Planning Report
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Database: EDM 2003.21 Single User Db Local Co-ordinate Reference: = Well Ute Tribal 12-14D-55
Company: Berry Petroleum Company TVD Reference: WELL @ 6595.00ft (Berry Rig 5)
Project: Duchesne Co., UT (UT27C) MD Reference: WELL @ 6595.00ft (Berry Rig 5)
Site: Sec.14-T58-R5W North Reference: True
Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature
Wellbore: Wellbore #1
Design: Design #1
Casing Points
Measured Vertical Casing Hole
Depth Depth Diameter Diameter
(ft) (ft) Name (*) (*)
350.00 350.00 85/8" Csg. 8-5/8 11
Formations
Measured Vertical Dip
Depth Depth Dip Direction
(f) (ft) Name Lithology ) )
1,182.50 1,180.00 Green River -1.62 275.83
1,755.95 1,750.00 Green River Upr Marker -1.62 275.83
2,402.83 2,393.00 Mahogany -1.62 275.83
3,461.18 3,445.00 Tgr3 Marker -1.62 275.83
4,241.86 4,221.00 Douglas Creek Mbr -1.62 275.83
4,887.74 4,863.00 Black Shale Mbr -1.62 275.83
5,013.49 4,988.00 1/2 Way Through Obj. -1.62 275.83
5,173.35 5,147.00 Castle Peak Mbr -1.62 275.83
5,587.01 5,560.00 Uteland Butte Mbr -1.62 275.83
5,782.95 5,756.00 Wasatch -1.62 275.83
Plan Annotations
Measured Vertical Local Coordinates
Depth Depth +N/-S +E/-W
(ft) (ft) (f) (ft) Comment
450.00 450.00 0.00 0.00  Start Build 2.00
855.22 853.87 2.91 -28.46 Start 4217.52 hold at 855.22 MD
5,072.74 5,029.27 63.33 -619.95 Start Drop -1.00
5,883.17 5,837.00 69.14 -676.88 TD at 5883.17

11/03/10 11:16:53AM
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Berry Petroleum Company
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Great White Directional Services, LLC

Anticollision Report

M GREATWHITE

e DY CTIONGL SERVICER, LLE

18879
Company: Berry Petroleum Company Local Co-ordinate Reference: = Well Ute Tribal 12-14D-55
Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6595.00ft (Berry Rig 5)
Reference Site: Sec.14-T5S8-R5W MD Reference: WELL @ 6595.00ft (Berry Rig 5)
Site Error: 0.00ft North Reference: True
Reference Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: EDM 2003.21 Single User Db
Reference Design: Design #1 Offset TVD Reference: Reference Datum

Reference Design #1

Filter type: NO GLOBAL FILTER: Using user defined selection & filtering criteria

Interpolation Method: Stations Error Model: ISCWSA
Depth Range: Unlimited Scan Method: Closest Approach 3D
Results Limited by: Maximum center-center distance of 10,000.00ft Error Surface: Elliptical Conic
Warning Levels Evaluated at: 2.00 sigma
Survey Tool Program Date 11/03/10
From To
(ft) (ft) Survey (Wellbore) Tool Name Description
0.00 5,883.17 Design#1 (Wellbore #1) MWD MWD - Standard
Summary
Reference  Offset Distance
Measured Measured Between Between Separation Warning
Site Name Depth Depth Centres  Ellipses Factor
Offset Well - Wellbore - Design {fty () (ft) {ft)
Sec.14-T5S8-R5W
UT 11-14-55 (Existing) - Wellbore #1 - Wellbore #1 450,00 450.00 21,58 20.19 15.549 CC, ES
UT 11-14-55 (Existing) - Wellbore #1 - Wellbore #1 600.00 599.93 24,27 22.40 12.976 SF
Offset Design Sec.14-T5S-R5W - UT 11-14-55 (Existing) - Wellbore #1 - Wellbore #1 Offset Site Error: ~ 0.00ft
Survey Program: 6012-MWD Offset Well Error: 0 001t
Reference Offset Semi Major Axis Distance
Measured Vertical Measured Vertical Reference OFfset Azimuth Offset Wellbore Centre B Separation Waming
Depth Depth Depth Depth from North +N/-S +EI-W Centres Elllpses Separation  Factor
(ft) (ft} {ft) (R} (ft) () ) (ft) (ft) (ft) {fty (ft}
0.00 0.00 0.00 0.00 0.00 0.00 146.36 1797 11.95 2158
10000  100.00 100.00  100.00 010 0.11 146.36 1797 11.95 2158 2137 021  103.369
20000  200.00 200.00  200.00 0.32 0.22 146.36 1797 1195 2158 2103 055 39549
30000  300.00 30000 30000 0.55 034 146.36 1797 11.95 21.58 20.70 088 24453
40000 40000 40000 40000 077 045 146.36 1797 1195 2158 2036 1.22 17 697
45000  450.00 450,00  450.00 0.88 050 14636 17.97 1195 2158 2019 1.39 15.549 CC, ES
50000 50000 500.00 50000 0.99 0.56 145 48 1797 1195 2186 20,31 1.55 14.101
60000  599.93 599.93  599.93 120 067 139.19 1797 1195 24.27 2240 1.87 12.976 SF
70000 69968 69968 69968 143 0.78 129.92 -17.97 1195 2973 2753 220 13520
800.00  799.13 79913 79913 168 090 12124 1797 1195 38.83 36.30 253 15337
85522 953867 85387 85387 183 0.96 117.32 1797 1195 45 49 4277 272 16.746
90000 89820 898.20  698.20 196 101 114.74 -17.97 1185 5142 48,55 2.87 17922
1,00000  997.20 99720  997.20 227 112 110.70 4797 1195 64.91 8170 321 20215
110000 1,09621  1,096.21 109621 258 123 108.07 1797 11.95 78.62 75.07 356 22110
120000 1,19521  1,19521 119521 291 134 106.21 1797 11.95 92 45 88.55 390 23689
1,300.00 1,294.21 129421 129421 3.23 145 104.85 1797 11.95 10635  102.09 425 25017
140000 139321 139321 139321 357 156 10379 1797 1195 12029 11569 460 26147
150000 149221  1,49221 1,49221 3.90 1.67 102.96 1797 11.95 13426 12931 495 27119
160000 1,591.21  1591.21 158121 424 1.78 102.28 17.97 1195 14826 14296 530 27962
1700.00 1,690.21  1,690.21 1,690.21 458 190 10172 -17.97 1195 16228 15663 565 28700
180000 178921 1,789.21 1,789 21 492 2.01 101.25 1797 1195 17631 17030 6.01 29 350
180000 188822 1,86822 188822 5.26 212 10085 -17.97 1195 19035 18399 636 29928
2,00000 198722 1987.22 1,987.22 561 223 100.51 1797 1195 20440 19768 671 30445
2,10000 208622 208622 208622 595 234 100.21 1797 1195 21845 21138 707 30909
220000 218522 218522 2,18522 6.29 245 99.94 17 97 11.95 23251  225.09 742 31328

11/03/10 11:18:44AM

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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Great White Directional Services, LLC
Anticollision Report

M GREAT WHITE
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Company: Berry Petroleum Company Local Co-ordinate Reference: ~ Well Ute Tribal 12-14D-55
Project: Duchesne Ca., UT (UT27C) TVD Reference: WELL @ 6595.00ft (Berry Rig 5)
Reference Site: Sec.14-T5S8-R5W MD Reference: WELL @ 6595.00ft (Berry Rig 5)
Site Error: 0.00ft North Reference: True
Reference Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature
Well Error: 0.00ft Output errors are at 2.00 sigma
Reference Wellbore Wellbore #1 Database: EDM 2003.21 Single User Db
Reference Design: Design #1 Offset TVD Reference: Reference Datum
Offset Design Sec.14-T5S-R5W - UT 11-14-55 (Existing) - Wellbore #1 - Wellbore #1 Offset Site Error: 0,001
Survey Program: 6012-MWD Offset Well Error: 0.00ft
Referance Offsat Sem| Major Axis Distance

Measured Vertical Measured Vertical Reference Offset Azimuth Offset Wellbore Centre B ) Mint p Waming

Depth Depth Depth Depth from North +N/-S +EI-W Centres Elllpses Separatlon  Factor

L) m () () () (R} ) () (ft) (ft) m ()

2,300.00 228422 228422 228422 664 256 99.71 1797 11.95 24657  238.80 778 31709

2,400.00 2738322 238322 238322 6.98 267 99.50 1797 11.95 26064 252,51 813 32056

2,500.00 248222 248222 248222 733 278 99.31 17.97 11.95 27471 26622 8.49 32374

2,60000 258122 258122 258122 7.67 289 99 14 1797 1195 288.78  279.94 884 32666

270000 268023 268023 268023 802 3.01 98.99 1797 1195 30286 29366 920 32935

2,800.00 277923 277923 277923 837 312 98.85 797 11.95 31693 30738 955 33183

2,90000 287823 287823 287823 8.71 323 98.72 17.97 1195 33101 32111 991 33414

300000 297723 297723 297723 9.06 334 98.60 1797 1195 34509 33483 1026 33629

310000 307623 307623 3,07623 9.41 345 98 49 1797 1195 35918 34856 1062 33829

320000 3117523 317523 3,17523 975 3.56 98.39 1797 11.95 37326 36229 1097 34015

330000 327423 327423 327423 10.10 367 98.30 17.97 11.95 387.34 37601 1133 34190

3,400.00 337324 337324 337324 10.45 378 98.21 -17.97 1195 40143  389.74 1168 34354

350000 347224 347224 347224 10.80 3.89 9813 4797 1195 41551 40347 12.04 34509

360000 357124 357124 357124 1114 4.00 98.05 1797 11.95 42960 41720 1240 34654

3,70000 367024 367024 367024 11 49 412 97 98 4797 1195 44369  430.94 1275 34.791

380000 3,76924 376924 3,76924 1184 423 97.92 1797 11.95 45778 44467 1311 34.921

390000 386824 386824 386824 12.19 434 97.86 -17.97 1195 47186 458 40 1347 35044

4,000.00 3,96724 396724 3,967 24 12.54 445 97.80 1797 1195 48595 47213 1382 35160

410000 4,06624 406624 4,06624 12.88 4.56 97 74 -17.97 11.85 50004 48587 1418 35270

420000 4,16525 416525 4,165.25 1323 467 97 69 -17.97 11.95 51413  499.60 1453 35375

430000 426425 426425 4,26425 13.58 4.78 97 64 17.97 1195 52822  513.33 1489 35475

440000 436325 436325 4,363.25 1393 489 97 59 4797 11.95 54231  527.07 1525 35570

450000 446225 446225 4,46225 14.28 5.00 9755 1797 11.95 55641  540.80 15.60 35.661

460000 456125 456125 456125 1462 511 9751 1797 1195 57050  554.54 1596 35748

470000 466025 466025 4,66025 14.97 523 97 47 1797 1195 58459 568,27 1632 35830

480000 475925 475925 4,75925 1532 534 97 43 1797 11.95 59868 58201 1667 35910

490000 485825 485825 4,85825 15,67 545 97.39 -17.97 1195 61277 59574 1703 35986

500000 4,95726 4,95726 4,957.26 16.02 5.56 97 36 -17.97 1195 62687 60948 1738 36.058

507274 502927 502927 5,02927 16.27 5.64 97 33 -17.97 11.95 63712 61947 1764 36109

510000 505627 505627 505627 16.35 567 97.32 1797 11.95 64089 62316 1774 36136

520000 515545 515545 515545 16.60 578 97 29 1797 1195 65365 63561 18.04 36 231

530000 525484 525484 525484 16.83 5.89 97.27 1797 1195 66468 64634 1834 36.241

5400.00 535440 535440 5,354 40 17.05 6.00 97 25 1797 1195 67396 65533 1863 36169

550000 545412 545412 545412 17.24 6.12 97 23 1797 1195 68152 66260 1892  36.020

560000 555395 555395 5,553.95 17 42 623 97 22 1797 1185 687.33 66813 1920 35798

5700.00 565386 565385 5653.66 17 59 6.34 9721 -17.97 11.95 69139 67192 1947 35505

580000 575383 575383 575383 1774 645 97.21 17.97 1195 69372  673.98 1974 35144

588317 583700 583700 583700 17.85 6.54 97.21 -17.97 11.95 69432 67436 1996 34782

11/03/10 11:18:44AM

CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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Company: Berry Petroleum Company Local Co-ordinate Reference:  Well Ute Tribal 12-14D-55

Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6595.00ft (Berry Rig 5)

Reference Site: Sec.14-T565-R5W MD Reference: WELL @ 6595.00ft (Berry Rig 5)

Site Error: 0.00ft North Reference: True

Reference Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature

Well Error: 0.00ft Output errors are at 2.00 sigma

Reference Wellbore Wellbore #1 Database: EDM 2003.21 Single User Db

Reference Design:  Design #1 Offset TVD Reference: Reference Datum

Reference Depths are relative to WELL @ 6595.00ft (Berry Rig 5) Coordinates are relative to: Ute Tribal 12-14D-55
Offset Depths are relative to Offset Datum Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302
Central Meridian is 111° 30' 0.000 W ° Grid Convergence at Surface is: 0.69°
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CC - Min centre to center distance or covergent point, SF - min separation factor, ES - min ellipse separation
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fi Great White Directional Services, LLC “\ GREATWHITE
”\ - Anticollision Report . et i R

Company: Berry Petroleum Company Local Co-ordinate Reference:  Well Ute Tribal 12-14D-55

Project: Duchesne Co., UT (UT27C) TVD Reference: WELL @ 6595.00ft (Berry Rig 5)

Reference Site: Sec.14-T5S8-R5W MD Reference: WELL @ 6595.00ft (Berry Rig 5)

Site Error: 0.00ft North Reference: True

Reference Well: Ute Tribal 12-14D-55 Survey Calculation Method: Minimum Curvature

Well Error: 0.00ft Output errors are at 2.00 sigma

Reference Wellbore Wellbore #1 Database: EDM 2003.21 Single User Db

Reference Design: Design #1 Offset TVD Reference: Reference Datum

Reference Depths are relative to WELL @ 6595.00ft (Berry Rig 5) Coordinates are relative to: Ute Tribal 12-14D-55

Offset Depths are relative to Offset Datum Coordinate System is US State Plane 1927 (Exact solution), Utah Central 4302
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Berry Petroleum Company

Brundage Canyon Field

4000 South 4028 West
Rt. 2 Box 7755
Roosevelt, UT 84066

Ph: (435) 722-1325
Fax: (435) 722-1321
www.bry.com

November 15, 2010

State of Utah

Division of Oil, Gas and Mining
P.O. Box 145801

Salt Lake City, UT 84115-5801

Re:  Directional Drilling R649-3-11
Ute Tribal 12-14D-55: 1,926’ FSL, 1,330’ FWL (NESW) (surface)
1,982’ FSL, 652° FWL (NWSW) (bottomhole)
Section 14, T5S-R5W
Duchesne, County, Utah

Pursuant to the filing of Berry Petroleum’s Application for Permit to Drill regarding the above
referenced well, we are hereby submitting this letter in accordance with Oil & Gas Conservation
Rule R649-3-11 pertaining to the Exception to Location and Siting of Wells.

e The Ute Tribal 12-14D-55 well is to be located within the Brundage Canyon Field Area.
Berry is locating the well at the surface location and directionally drilling from this
location to minimize surface disturbance and Berry will be able to utilize the existing
road and pipelines in the area.

e Furthermore, Berry hereby certifies that it is the sole working interest owner with 460
feet of the entire directional well bore and the remainder of the Ute Tribal section.
Therefore, based on the above stated information Berry Petroleum Company requests the permit

be granted pursuant to R649-3-11.

Rc—ifm t ullyiub itted L
Kathy Fi¢ldsted

Regulatory & Permitting Specialist

Corporate Headquarters - 1999 Broadway, Ste. 3700 ¢ Denver, CO 80202 303-825-3344
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r\UTE TRIBAL 11-12-55
74301332721
UTE TRIBAL 10-12-55
4301333055

12

Ute Tribal 8-15D-55
4301350477

UTE TRIBAL 1-15t55
4301332978

UTE TRIBAL 7-15-55
(\4301332976

15

UTE TRIBAL 10-15-55
4301332977

e
UTE TRIBAL 9-15-55
4301332701

UTE TRIBAL 15-15-55
C4301332855

UTE TRIBAL 1-14D-55

4301333279
TC UTE TRIBAL 4-14 Ute Tribal 3-14-55
4301330959 4301350478
[ ®
Ute Tribal 5-14-55
4301350479
[ ) UTE TRIBAL 6-14D-55
4301350246
® “UTE TRIBAL 7-14-55
4301333269
14 TCUTE 14-9A
4301331146
) UTE 14-9

Ute Tribal 12-14D-55 4301330541
4301350476

UTE TRIBAL 11-14-55

4301332693

@UTE TRIBAL 10-14-55
B C UTE 14-10 4301332601
4301330578

UTE TRIBAL 13-14-55
(‘4301332600
UTE TRIBAL 16-14-55
UTE FRIBAL 14-14D-55 4301332272
1333699

4301331152

4301330958
(-]

4301332599

BRUNDAGE

UTE TRIBAL 5-13

T€ UTE TRIBAL 5-13

UTE TRIBAL 13-13-55

UTE TRIBAL 2-13-55
4301333720

13

UTE TRIBAL 11-13-55
4301333268

CANYON FIELD

UTE TRIBAL 15-13
4301333212

4301333045 4301330960 4301333726
» UTE TRIBAL 2-240%
UTE TRIBAL 1-22p/55 UTE TRIBAL 8-23D-55 4301333697
© 4301333626 4301333552 TE TRIBAL 1.23.55 UTE TRIBAL 7-24D-55
UTE TRIBAL 6-22D-55 -23- 4301333698
4301332524
04301333213 UTE TRIBAI86-23D-55
4301333187
. 2 UTE TRIBAL 5-24-55
22 23 4301332263
UTE TRIBAL 10-280-55 .$ABBY CANYON UTE TRIBAL 5-24
® 4301333799 4301331061
301333 UTE TRIBAL 5-23-55
'UTE TRIBAL 7-28D-55 4301332537
4301333721 °
UTE TRIBAL 11-22-55
4301332607 UTE TRIBAL 11-24
° UTE TRIBAL 11-23-55 4301331909
2 4301332269 @ ® ®

UTE TRIBAL 4-23D-55 ¢

e
301333627 UTE TRIBAL 2-23-55

UTTE TRIBAL 3-24R-55 (REENTRY)

UTE TRIBAL 4-24D-55

API Number: 4301350476
Well Name: Ute Tribal 12-14D-55
Township 05.0S Range 05.0 W Section 14
Meridian: UBM
Operator: BERRY PETROLEUM COMPANY

Map Prepared:
Map Produced by Diana Mason

Units Wells Query
STATUS X <althervlues>
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[/ Jeas storace ©  ORL- Spuded (Driing Commenced)
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[ Aeeass X LA- Location Abandoned
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7 Jeeor 2. OPS - Operaiion Suspended
[ seconoaay <> PA- Plugged Abandoned
Y rervare 2% PGW - Producing Gas Well
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rownstio Lt SGW- Shutin Gas Well
(®  Botiom Hole Location - AGRC SOW - Shut-in Oil Well
A - Temp, Abandoned
O W -Testwel
" WDW - Water Disposal
& Wiw - ater Injection Well
®  wsw - water Supply Well
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED:
WELL NAME:
OPERATOR:
CONTACT:

PROPOSED LOCATION:

SURFACE:

BOTTOM:

COUNTY:

LATITUDE:

UTM SURF EASTINGS:
FIELD NAME:

LEASE TYPE:

LEASE NUMBER:
SURFACE OWNER:

11/16/2010 API NO. ASSIGNED: 43013504760000
Ute Tribal 12-14D-55

BERRY PETROLEUM COMPANY (N2480) PHONE NUMBER: 435 722-1325
Kathy K. Fieldsted

NESW 14 050S 050W Permit Tech Review:

1926 FSL 1330 FWL Engineering Review: D

1982 FSL 0652 FWL Geology Review:
DUCHESNE

40.04461 LONGITUDE: -110.41908
549556.00 NORTHINGS: 4432660.00
BRUNDAGE CANYON

2 - Indian

14-20-H62-5016 PROPOSED PRODUCING FORMATION(S): GREEN RIVER

2 - Indian COALBED METHANE: NO

RECEIVED AND/OR REVIEW
PLAT

Bond: INDIAN - RLB0005
|:| Potash

| | oil shale 190-5

|| oil shale 190-3

|| oil shale 190-13
Water Permit: 43-11041
|| RDCC Review:

|:| Fee Surface Agreement

|:| Intent to Commingle

Commingling Approved

ED: LOCATION AND SITING:
| | R649-2-3.
647 Unit:

|:| R649-3-2. General

|:| R649-3-3. Exception

Drilling Unit
Board Cause No: R649-3-11
Effective Date:
Siting:

R649-3-11. Directional Drill

Comments:

Stipulations: 4 - Federal

Presite Completed

Approval - dmason

15 - Directional - dmason
23 - Spacing - dmason



API Well No: 43013504760000

State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAFL R. STYLER
Executive Director

GARY R. HERBERT

Gonernor Division of Oil, Gas and Mining
GREGORY §. BELL JOHN R. BAZA
Liewgencrt Sovernar Livision Director
Permit To Drill

LR R R T R R O R S T S

Well Name: Ute Tribal 12-14D-55
API Well Number: 43013504760000
Lease Number: 14-20-H62-5016
Surface Owner: INDIAN
Approval Date: 11/18/2010

Issued to:
BERRY PETROLEUM COMPANY, 4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT 84066

Authority:

Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-11. The expected
producing formation or pool is the GREEN RIVER Formation(s), completion into any other zones
will require filing a Sundry Notice (Form 9). Completion and commingling of more than one pool
will require approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit a
complete angular deviation and directional survey report to the Division within 30 days following
completion of the well.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the “Board”). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board.

Notification Requirements:



API Well No: 43013504760000

The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
» Within 24 hours following the spudding of the well — contact Carol Daniels at 801-538-5284
(please leave a voicemail message if not available)
OR
submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
at https://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:

* Entity Action Form (Form 6) — due within 5 days of spudding the well

* Monthly Status Report (Form 9) — due by 5th day of the following calendar month

* Requests to Change Plans (Form 9) — due prior to implementation

» Written Notice of Emergency Changes (Form 9) — due within 5 days

* Notice of Operations Suspension or Resumption (Form 9) — due prior to implementation

* Report of Water Encountered (Form 7) — due within 30 days after completion

» Well Completion Report (Form 8) — due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas



API Well No: 43013504760000

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING

FORM 9

5.LEASE DESIGNATION AND SERIAL NUMBER:
14-20-H62-5016

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
Ute

7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals.

1. TYPE OF WELL
Oil Well

8. WELL NAME and NUMBER:
UTE TRIBAL 12-14D-55

2. NAME OF OPERATOR:
BERRY PETROLEUM COMPANY

9. API NUMBER:
43013504760000

3. ADDRESS OF OPERATOR:
4000 South 4028 West Rt 2 Box 7735, Roosevelt, UT, 84066

PHONE NUMBER:

9. FIELD and POOL or WILDCAT:

303 999-4044 Ext BRUNDAGE CANYON

4. LOCATION OF WELL
FOOTAGES AT SURFACE:
1926 FSL 1330 FWL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:

Qtr/Qtr: NESW Section: 14 Township: 05.0S Range: 05.0W Meridian: U

COUNTY:
DUCHESNE

STATE:
UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

D ACIDIZE D
D NOTICE OF INTENT D CHANGE TO PREVIOUS PLANS D
Approximate date work will start:
D CHANGE WELL STATUS D
D SUBSEQUENT REPORT
Date of Work Completion: D DEEPEN D
D OPERATOR CHANGE D
'/ D PRODUCTION START OR RESUME D
SPUD REPORT
Date of Spud: D REPERFORATE CURRENT FORMATION D
3/14/2011
D TUBING REPAIR D
D DRILLII;EPR;EI:(I;I:IE D WATER SHUTOFF D
D WILDCAT WELL DETERMINATION D

ALTER CASING CASING REPAIR

CHANGE TUBING CHANGE WELL NAME
COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
FRACTURE TREAT NEW CONSTRUCTION
PLUG AND ABANDON PLUG BACK
RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

OooOooooOononoad

VENT OR FLARE WATER DISPOSAL

|

SI TA STATUS EXTENSION APD EXTENSION

OTHER: l—

OTHER

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

PLEASE NOTE THAT THE UTE TRIBAL 12-14D-55 WAS SPUD ON MARCH 14,
2011 BY LEON ROSS DRILLING.

Accepted by the
Utah Division of
Oil, Gas and Mining

FOR RECORD ONLY

NAME (PLEASE PRINT)
Kathy K. Fieldsted

PHONE NUMBER
435 722-1325

TITLE
Sr. Regulatory & Permitting Tech.

SIGNATURE
N/A

DATE
3/15/2011




Berry Petroleum Company
RT 2 Box 7735
3846 S Hwy 40
Roosevelt, Utah
(435) 722-1325

March 11, 2011 HPL # 43 013 50494
7085 KOS W S-1Y

State of Utah OG&M

Carol Daniels

Salt Lake City, Utah

Re: Spud Notice

Ute Tribal 12-14D-55 1926’ FSL, 1330’ FWL, NESW SEC 14 T5S, R5W,
March 11, 2011 at approx. 9:00 am

Lease # 14-20-H62-5016

If you have any questions or need more information, please call me at 435-722-

1325
Sincerely
Kathy Fieldsted
Thank You
RECEIVED
LR

DIV. OF OlL, GAS & iluitit



STATE OF UTAH FORM 6
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

ENTITY ACTION FORM

Operator: BERRY PETROLEUM COMPANY Operator Account Number: N 2480
Address: 4000 SOUTH 4028 WEST —
city ROOSEVELT

state UT zip 84066 Phone Number; _(435) 722-1325
Well 1
API Number Well Name QQ Sec | Twp | Rng County
4301350476 UTE TRIBAL 12-14D-55 NESW | 14 58 5w DUCHESNE
Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date
| 99999 177973 | wwwn | 3/237

Comments: o5)p BY LEON ROSS DRILLING

S BRL= fjwsid) S

Well 2

APl Number Well Name QQ | Sec | Twp | Rng County
Action Code Current Entity New Entity Spud Date Entity Assignment
Number Number Effective Date
Comments:
Well 3
API Number Well Name QQ | Sec | Twp | Rng County
Action Code Current Entity New Entity Spud Date Entity Assighment
Number Number Effective Date
Comments:
AC ODES:
TONC KATHY K FIELDSTED

A - Establish new entity for new well {singte well only) oy, . )
B - Add new well to existing entity (group or unit well) Namg (P|dase Print) —/

C - Re-assign well from one existing entity to another existing entity z Py}z( A ‘Z . ﬂm
D - Re-assign well from one existing entity to a new entity Signatur "

E - Other (Explain in ‘comments’ section) SR. REG/& PERMITTING 3/15/2011

R EC E 'VE D Title Date
MAR 1 g 201

DIV. OF OIL, GAS & MINING

(5/2000)




®

Form 3160-3 FORM APPROVED
(August 2007) R E C E l v OMB No. 1004-0136
UNITED STATES E D Expires July 31, 2010
DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
NOV 1 8 2010 1420H625016
APPLICATION FOR PERMIT TO DRILL OR REENTER 6. 1 Indian, Allottee or Tribe Name
B I p I UINTAH AND OURAY
Ta Type of Work: DRILL O REENTER ] 7. 1t Unit or CA Agreement, Name and No.
8. Lease Name and Well No.
1b. Type of Well: g Oil Well ] Gas Well [ Other [ Single Zone 59 Multiple Zone UTE TRIBAL 12-14D-55
2. Name of Operator _Contact: KATHY K FIECDSTED 9. APT Well No.
BERRY PETROLEUM COMPANY E-Mail: kki@bry.com 43~ 0/ 3~ S0 5/7 A
3a. Address 3b. Phone No. (include area code) 10.” Field and Pool, or Exploratory
4000 SOUTH 4028 WEST Ph: 435-722-1325 BRUNDAGE CANYON
ROOSEVELT, UT 84066 Fx: 435-722-1321
4. Location of Well — (Reporf location clearly and in accordance with any State requirements.™) 1. Sec., T., R, M., or BIk. and Survey or Area
At surface NESW 1926FSL 1330FWL Sec 14 T5S R5W Mer UBM
SME: BIA
At proposed prod. zone NWSW 1982FSL 652FWL
14. Dustance in miles and direction from nearest town or post oTtice™ 12. County or Parish 13. State
26.1 DUCHESNE uT
15. Distance Trom proposed Tocation to nearest property or 16. No. of Acres in Lease 17, Spacing Unit dedicafted to this well
lease line, ft. (Also to nearest drig. unit line, if any)
652 640.00 40.00
18." Distance from proposed location to nearest well, drilling, | 19. Proposed Depth 20. BLM/BIA Bond No. on file
completed, applied for, on this lease, ft. MD
1300 5883
5837 TVD KLE 000 564 7
21. Elevations (Show whether DF; KB, RT, GL, etc. 22. Approximate date work will start 23. Estimated duration
6581 GL 01/10/2011

24. Attachments

The following, completed in accordance with the requirements of Onshore Oil and Gas Order No. 1, shall be attached to this form:

1. Well plat certified by a registered surveyor. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item 20 above).
3. A Surface Use Plan (if the location is on National Forest System Lands, the 5. Operator certification
SUPO shall be filed with the appropriate Forest Service Office). 6. Such other site specific information and/or plans as may be required by the
authorized officer.
25. Signature Name (Printed/Typed) ate
(Electronic Submission) KATHY K FIELDSTED Ph: 435-722-1325 11/18/2010
Title

REGULATORY & PERMITTING TECH

Approved by - Name (Printed/Typed) ,
Jerry Kenczka MAR" 0 200

VERNAL FIELD OFFICE

Application approval does nof warrant or certily the applicant holds legal or equitable title to those rights in the subject lease which would entiile the applicant to conduct

%%n;rggglnsstgg l;161;)5::0%], if any, are attached. CONDmONS OF APPROVAL ATTACHED

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

Office

Electronic Submission #97681 verified by the BLM Well Information System
For BERRY PETROLEUM COMPANY, sent to the Vernal
Committed to AFMSS for processing by ROBIN R. HANSEN on 11/22/2010 (11RRHO0476AE)

RECEIVED
NOTICE OF APPROVAL MAR 29 2011

DIV. OF OIL, GAS & MINING
** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED **




WS DCFARTMENT CF ThE SNTEROR

UNITED STATES DEPARTMENT OF THE INTERIOR

BUREAU OF LAND MANAGEMENT
VERNAL FIELD OFFICE
VERNAL, UT 84078

170 South 500 East (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company:  Berry Petroleum Company Location: NESW, Sec. 14, TSS, RSW (S)
Well No: Ute Tribal 12-14D-55 Lease No: NWSW, Sec. 14, T5S, RSW (B)
API No: 43-013-50476 Agreement: N/A

OFFICE NUMBER: (435) 781-4400
OFFICE FAX NUMBER: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with
the applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill
including Surface and Downhole Conditions of Approval. The operator is considered fully responsible
for the actions of his subcontractors. A copy of the approved APD must be on location during
construction, drilling, and completion operations. This permit is approved for a two (2) year period,
or until lease expiration, whichever occurs first. An additional extension, up to two (2) years, may

be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Construction Activity

(Notify Ute Tribe Energy & Minerals
Dept. and BLM Environmental
Scientist)

Construction Completion

(Notify Ute Tribe Energy & Minerals
Dept. and BLM Environmental
Scientist)

Spud Notice
(Notify BLM Petroleum Engineer)

Casing String & Cementing
(Notify BLM Supv. Petroleum Tech.)

BOP & Related Equipment Tests
(Notify BLM Supv. Petroleum Tech.)

First Production Notice
(Notify BLM Petroleum Engineer)

The Ute Tribe Energy & Minerals Dept. and BLM
Environmental Scientist shall be notified at least 48 hours
in advance of any construction activity. The Ute Tribal

- office is open Monday through Thursday.

Upon completion of the pertinent APD/ROW construction,
notify the Ute Tribe Energy & Minerals Dept. for a Tribal
Technician to verify the Affidavit of Completion. Notify
the BLM Environmental Scientist prior to moving on the
drilling rig.

Twenty-Four (24) hours prior to spudding the well.

Twenty-Four (24) hours prior to running casing and
cementing all casing strings to: ut_vn_opreport@blm.gov.

Twenty-Four (24) hours prior to initiating pressure tests.

Within Five (5) business days after new well begins or
production resumes after well has been off production for
more than ninety (90) days.
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SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

Additional Stipulations:
e  Other stipulations included with the approval of Ute Tribal 11-14-55 APD

General Conditions of Approval:

* A 30 foot corridor right-of-way shall be approved. Upon completion of each pipeline in
corridor, they shall be identified and filed with the Ute Tribe.

e A qualified Archaeologist accompanied by a Tribal Technician will monitor trenching
construction of pipeline.

» The Ute Tribe Energy & Minerals Department is to be notified, in writing 48 hours prior to
construction of pipeline.

¢ Construction Notice shall be given to the department on the Ute Tribe workdays, which are
Monday through Thursday. The Company understands that they may be responsible for costs
incurred by the Ute Tribe after hours.

e The Company shall inform contractors to maintain construction of pipelines within the approved
ROW’s.

e The Company shall assure the Ute Tribe that “ALL CONTRACTORS, INCLUDING SUB-
CONTRACTORS, LEASING CONTRACTORS, AND ETC.” have acquired a current and valid
Ute Tribal Business License and have “Access Permits” prior to construction, and will have
these permits in all vehicles at all times.

* You are hereby notified that working under the “umbrella” of a company does not allow you to
be in the field, and can be subject to those fines of the Ute Tribe Severance Tax Ordinance.

¢ Any deviation of submitted APD’s and ROW applications the Companies will notify the Ute
Tribe and BIA in writing and will receive written authorization of any such change with
appropriate authorization.

e The Company will implement “Safety and Emergency Plan.” The Company’s safety director
will ensure its compliance.

e All Company employees and/or authorized personnel (sub-contractors) in the field will have
approved applicable APD’s and/or ROW permits/authorizations on their person(s) during all
phases of construction.

o All vehicular traffic, personnel movement, construction/restoration operations shall be confined
to the area examined and approved, and to the existing roadways and/or evaluated access routes.

e All personnel shall refrain from collecting artifacts, any paleontological fossils, and from
disturbing any significant cultural resources in the area.

¢ The personnel from the Ute Tribe Energy & Minerals Department shall be notified should
cultural remains from subsurface deposits be exposed or identified during construction. All
construction will cease.
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All mitigative stipulations contained in the Bureau of Indian Affairs Site Specific Environmental
Assessment (EA) will be strictly adhered.

Upon completion of Application for Corridor Right-Way, the company will notify the Ute Tribe

Energy & Minerals Department, so that a Tribal Technician can verify Affidavit of Completion.
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

Site Specific Drilling Plan COA's:

Your cement program could be short with only a 15% excess. Per your APD
statement, cement to surface should be confirmed.

Variances Granted

No Variances were requested. The operator shall comply with applicable laws and
regulations; with the lease terms, Onshore Oil and Gas Orders, NTL's; and with
other orders and instructions of the authorized officer.

All provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLING/COMPLETION/PRODUCING OPERATING STANDARDS

e The spud date and time shall be reported orally to Vernal Field Office within 24 hours of
spudding.

¢ Notify Vernal Field Office Supervisory Petroleum Engineering Technician at least 24 hours in
advance of casing cementing operations and BOPE & casing pressure tests.

e All requirements listed in Onshore Order #2 III. E. Special Drilling Operations are applicable for
air drilling of surface hole.

e Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

e All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil & Gas
Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and NOT by the rig pumps. Test shall be
reported in the driller’s log.

e BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.
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Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

No aggressive/fresh hard-banded drill pipe shall be used within casing.
Cement baskets shall not be run on surface casing,

The operator must report all shows of water or water-bearing sands to the BLM. If flowing

water is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the
BLM Vernal Field Office.

The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite, tar
sands, oil shale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of each
encounter. Each report shall include the well name/number, well location, date and depth (from
KB or GL) of encounter, vertical footage of the encounter and, the name of the person making
the report (along with a telephone number) should the BLM need to obtain additional
information.

A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLM office engineer within 30 days of the completion of the well.

While actively drilling, chronologic drilling progress reports shall be filed directly with the
BLM, Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLM Vernal Field Office.
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OPERATING REQUIREMENT REMINDERS:

All wells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

For information regarding production reporting, contact the Office of Natural Resources
Revenue (ONRR) at www.ONRR.gov.

Should the well be successfully completed for production, the BLM Vernal Field office must be
notified when it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

Operator name, address, and telephone number.

Well name and number.

Well location (Y4%4, Sec., Twn, Rng, and P.M.).

Date well was placed in a producing status (date of first production for which royalty will

be paid).

The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or

natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise the
non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

0 O O O

o)

Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLM Vernal Field Office.

All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than
Major Events" will be reported in writing within 15 days. "Minor Events" will be reported on
the Monthly Report of Operations and Production.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys or
data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum, formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM, Vernal Field Office.
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All off-]ease storage, off-lease measurement, or commingling on-lease or off-lease, shall have
prior written approval from the BLM Vernal Field Office.

Oil and gas meters shall be calibrated in place prior to any deliveries. The BLM Vernal Field
Office Petroleum Engineers will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLM Vernal Field Office. All measurement facilities will conform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLM Vernal Field Office within 30 days of installation or first production, whichever
occurs first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLM Vernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM Vernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLM Vernal Field Office shall be obtained and notification given
before resumption of operations.

Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from this well for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this office and in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but no
later than 45 days after the date of first production. Any method of disposal which has not been
approved prior to the end of the authorized 90-day period will be considered as an Incident of
Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM 3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface restoration.



Sundry Number: 14136 APl Well Number: 43013504760000

FORM 9

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5.LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS, AND MINING ey Sott

. IF INDIAN, ALLOTTEE OR TRIBE NAME:
SUNDRY NOTICES AND REPORTS ON WELLS e » ALLOTTEE ©

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current -
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:
DRILL form for such proposals.
1. TYPE OF WELL 8. WELL NAME and NUMBER:

Oil Well UTE TRIBAL 12-14D-55
2. NAME OF OPERATOR: 9. API NUMBER:

BERRY PETROLEUM COMPANY 43013504760000
3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
4000 South 4028 West Rt 2 Box 7735 , Roosevelt, UT, 84066 303 999-4044 Ext BRUNDAGE CANYON
4. LOCATION OF WELL COUNTY:

FOOTAGES AT SURFACE: DUCHESNE

1926 FSL 1330 FWL

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
Qtr/Qtr: NESW Section: 14 Township: 05.0S Range: 05.0W Meridian: U UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
D ACIDIZE D ALTER CASING D CASING REPAIR
D NOTICE OF INTENT D CHANGE TO PREVIOUS PLANS D CHANGE TUBING D CHANGE WELL NAME
Approximate date work will start:
D CHANGE WELL STATUS D COMMINGLE PRODUCING FORMATIONS D CONVERT WELL TYPE
|:| SUBSEQUENT REPORT P D DEEPEN D FRACTURE TREAT D NEW CONSTRUCTION
Date of Work Completion:
D OPERATOR CHANGE D PLUG AND ABANDON D PLUG BACK
|:| SPUD REPORT D PRODUCTION START OR RESUME D RECLAMATION OF WELL SITE D RECOMPLETE DIFFERENT FORMATION
Date of Spud:
D REPERFORATE CURRENT FORMATION D SIDETRACK TO REPAIR WELL D TEMPORARY ABANDON
D TUBING REPAIR D VENT OR FLARE D WATER DISPOSAL
J DRILLING REPORT
Report Date: [J wATER sHUTOFF [] sITA STATUS EXTENSION [] aPD EXTENSION
4/1/2011
D WILDCAT WELL DETERMINATION D OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

PLEASE SEE THE ATTACHED DRILLING HISTORY FOR THE UTE TRIBAL

12-14D-55.
Accepted by the
Utah Division of
Oil, Gas and Mining

NAME (PLEASE PRINT) PHONE NUMBER TITLE

Kathy K. Fieldsted 435 722-1325 Sr. Regulatory & Permitting Tech.

SIGNATURE DATE

N/A 4/6/2011

RECEIVED Apr. 06, 2011




Sundry Nunber: 14136 APl Wl | Nunber:

43013504760000

Berry Daily Drilling Report

Report Date: 3/24/2011
Report #: 1, DFS: 1.0

L Well Name: UTE TRIBAL 12-14D-55 Depth Progress: 30
APIUWI |Surface Legal Location Spud Date Notice JABD Siale AFE Number Total AFE Amount
43013504760000 NESW T5S-R5W SEC. 143/18/2011 Utah C11 032008
Spud Date Rig Release Dale a |K8-Ground Distance (ft) " |Ground Elevation (ftKB) " |Daily Cost Cum Cosl To Dale

3/24/2011 5:30:00 AM 3/30/2011 | 14.00 [ 6,581 19,225 19,225
Operations al Report Time - lobfeﬁa?ﬁgnsil\]eﬂzi Hours ~ - Daily Mud Cost Mud Additive Cost To Dale
Drilling at 381’ LDI'I” 7 7/8" hole
Operalions Summary Depth Start (ftKB) Depth End (MKB)

Move rig, rig up test bope, pick up bha, drill insert,cement,and shoe 351 381 [
Remarks Depth Slart (TVD) (ftKB) Deplh End (TVD) (ftKB) |
Safety meetings held 351 381
Wealher Temperature (*F) Road Condition Hole Condition Target Formation Targel Depth (fIKB)
Clear 34.0 Good Good Wasatch 5,883
Last Casing Set Daily Contacts
Casing Description Set Depth (fIKB) 0D {in} Comment Job Contact Mabile
Surface 364 85/8 Dale urban 435-828-1879
Time Log (F:ng?;clor Rig Number
Start Time | End Time | Dur (hrs) Operalion Comment Pioneer 5
06:00 [15:30 9.50|Rig Up & Tear Down Move rig to UT 12-14D-55 and ri up
16:30 |19:30 4.00(TestBOP = ok :‘:‘d g::;ﬁ:r s
19:30 |22:00 2.50|Cut Off Drilling Line Slip and cut 130" d/line Pt Rating (hp) _ |Rod Diamater (in) [Siroke Lengih (in)
22:00 |[23:00 1.00|Rig Up & Tear Down Streach guy lines to derrick, prime 750.0 ’ | 7.99
pumps,rig up flo-line Liner Size (n) Vol/Sk OR (bblisti) ™
23:00 |23:30 0.50|Lubricate Rig Rig service _
23:30  [03:00 3.50 | Directional Work Make up bha #1, rih with hwdp, tag cement |Pressure (psi). ‘5"’“’ szd Strokesi{spm) fE"”"}
at 290 o
03:.00 |05:30 2.50/Drill Out Cement/Retainers | Drill insert at 307", cement and shoe at 351' |# 2, Gardner-Denver, PZ-8 _
05:30 [06:00 |  0.50|Driling Rotate from 351" to 381" FUTPTCTRTN  |RCRumeTIN. [P end )
| 7.99
Mud Checks Liner Size (in) " " [vollStk OR (bblistky T T
Type Time Depth (HKE) Density (lbfgat) Vis (slgl) PV Calc (cp) Yield Point (Ibif10011%)
Pressure (psi) [Slow Spd Strokes (spm) [Eff (%)
Gel (10s) (Ibf100... [Gel (1T0m) (Ib/10... |Gel (30m) (I6/10... |Filirate (mL/30min) |Filler Cake (/32%) |pH Solids (%) o J No , | _
Mud Additive Amounts
MBT {Ib/obl) Parcent Ol (%) Percent Water (%) |Chlorides (mg/L)  [Calcium (mgil) KCL (%) Eleclric Stab (V) Description Consumed Daily Cost
CEC for Cullings ]erﬂemd’/\da (bbl) |Mud Lost lo Hole (bbl) ’Mud Lost {Surf) (bbl)  [Mud Vol (Res) (bbl)  [Mud Vol (Act) (bbl) | Job Supplies
| Diesel Fuel, <Unit Label?>
Air Data Supply ltem Descriplion Unit Label
Diesel Fuel
Parasile ACFM (i/min)  |Drilipipe ACFM (ftimin)  |ECD Bit (ib/gal) ECD Parasite (Iblgal) | Total Received Total Consumed | Tolal Returned
I [ l 7,000.0 [ 6,778.0

Corrosion Inhibitor Injected in 24hr Period

Diesel Fuel Consumption

gls injected down Parasite (gal) als Injected in Mud (gal) gls Biocide Injected in Mud (gal) Date Consumed
3/23/2011 430.0
3/25/2011 1,112.0
Drill Strings 3/26/2011 1,305.0
Eﬂzﬁn#rﬁrf ;?larable TADC Bil Dull TFA (inel Noz) (inf] S27i2011 1,150
l 1l
1 |77/8in FX65M 11480643 | 078 o 14000
Nozzles (/32") |String Length (ft) | Siring W (1000Ibf) [BHA ROP (ft... 3/29/2011 1,020.0
13/13/13/13/13/13 5,579.46 109 1 51.8 |3/31/2011 7410
Drill String Components
max
Lobe Bit-Bend fi. {mingpm| gpm
Jis ltem Description 0D (in) Len (ft) | config | Stages | rpmigpm () (gpm) | (gpm) SN
1|Kelly 7718 40.00
'142|Drill Pipe 4| 4,491.13
11X0 Sub 4 2.67
30|HWDP 41/2| 920.21 9,651
2| Drill Collar 614  60.18 [
1|Gapsub 6 1/4 563
1|NMDC 61/4)  31.12
1|Mud Motor 61/4| 26.52| 7.8 29| 0.210/7.08 200 500|650007
11Bit o 778 1.00 |
Drilling Parameters
Wellbore |Start (fiKB) Depth End (ftKB) [Cum Depth (ft)  [Drill Time (hrs) |Cum Drill Time _[Int ROF (ivhr)  |Flow Rate (gpm)
Original 351.0 381.0 30.00 0.50 0.50 60.0 390
Hole
WOB (1000ibf)  |RPM (rpm) SPP (psi) Rot HL (1000ibf) [PU HL (1000i6f) |SO HL (1000ibf) |Driling Torque  |Off Bim Tq
12 60 | 650 | 60 | 6 | 58 |
Q (g iny) (IP7... [Motor RPM (rem) | T (Inj) (*F) F{BH Ann) (._T (bh) (°F) lp(smam} .. |T {surfann) .. [Q {liq rlm:':'g'...’le'cg return) ..
82

RECEIVED_Apr. 06,

2011




Sundry Nunber :

14136 APl Wl | Nunber: 43013504760000

Berry Daily Drilling Report

Well Name: UTE TRIBAL 12-14D-55

Report Date: 3/24/2011
Report #: 1, DFS: 1.0
Depth Progress: 30

Deviation Surveys
Actual surveys

Azim . |Date

Deseription

a ‘EWﬁe_ |'nf]'ﬁc'lihf [Mﬁ'ﬁe in (it [NSTie In ...IWDﬁe init

0.00 | 3/24/2011 |Actual surveys 0.00 | 0.00 0.00 0.00 0.00
Survey Data
MD (1IKB) Inel (%) Azm (°) TVD (fIK8) NS (f) EW (ft) VS (ft) DLS (*/100ft)

RECEIVED Apr. 06, 2011




Sundry Nunber: 14136 APl Wl | Nunber:

43013504760000

Berry Daily Drilling Report

Well Name: UTE TRIBAL 12-14D-55

Report Date: 3/25/2011
Report #: 2, DFS: 2.0
Re_pth Progress: 1,465_

APIUWI [Surface Legal Localion |Spud Date Notice APD Stale AFE Number Total AFE Amounl
43013504760000 NESW T5S-R5W SEC. 14|3/18/2011 Utah C11 032008
{Spud Date o Rig Release Date "|KB-Ground Dislance (ft) Ground Elevation (fIKB) Daily Cost Cum Cost To Date
3/24/2011 5:30:00 AM 3/30/2011 * 14.00 ,' 6,581 47,973 67,198
Operations at Reporl Time o " |Operalions Nexl 24 Hours - Daily Mud Cost Mud Additive Cost To Date
Drilling |Drill 7 7/8 hole 1,768 1,768
Operalions Summary Depth Starl (ftKB) Depth End (ftKB)
Drill from381' tp 4444, SErvice rig, drill from 444 to 1245', Service rig, Drill from 1245' to 1846'. 381 1,846
Remarks S ) i Depth Start (TVD) (tKB) Depth End (TVD) (ftKB)
Safety Meeting=Manual lifting 381 1,833
Weather ' Temperature [*F) Read Condition Hole Condition Targel Formalion Targel Depth ((1KB)
Cloudy 28.0 Good _Good Wasatch 5,883
Last Casing Set Daily Contacts
Casing Description Set Depth (ftKB) 0D (in) Comment Job Contact Mobile
Surface 364 8 5/8 Dale urban 435-828-1879
Rigs
Time Log Contractor Rig Number
Start Time | End Time | Dur (hrs) Operation Comment Pioneer 5
06:00 |08:00 2.00(Drilling Drill from 381" to 444'. Mud Pum
08:00 |08:30 0.50| Lubricate Rig Service rig, function test annular, function {Mud Pumps
) test C-O-M #1, Gardner-Denver, PZ-8
. s 2 Pump Rating (hp) |Rod Diameter (in) EStroka Length {in)
08:30 |18:00 9.50 Drilling Drill from 4444' to 972" 750.0 | 7.99
18:00 [21:30 3.50;Dri|ling Drill from 972" to 1245'. Liner Size (in) Vol/Stk OR (bblistk)
21:30 |22:00 0.50| Lubricate Rig Servive rig, change rotating rubber
22:00 [06:00 B.OOIDriIIing Drill from 1245' to 1846 Pressure (psi) |Slow Sr:“ Strokes (spm) ‘E'f”“
lo]
Mud Checks # 2, Gardner-Denver, PZ-8
Type Time Depth (IKB) Density (Ib/gal) Vis (sfqt) [PV Calc (cp) Yield Point (IbIA00) [Pump Rating (hp)  [Rod Drameter (in) |Slroka Length (in)
DAP 06:00 | 480.0 | 8.40 | 27 1.0 1.000 750.0 | 7.99
Gel (10s) (ibfi100... |Gel (10m) (Ibf10... [Gel (30m) (Ibfi10.. [Fillrate (ml/30min) [Filter Cake (/32") |pH Solids (%) Liner Size (in) Vol/Stk OR (bblistk)
1.000 1.000 11.5 1.0
MBT (Ib/bbi) Percent Oil (%)  [Percent Waler (%) |Chlorides (mg/L) [Calcium (mg/L) ~ |KCL (%) Electric Stab (V)  [Pressure (psi) |Siow Spd Strokes (spm) ]Eﬁ (%)
B 98.0 100.000 No |
CEC for Cullings IWholéTVlud Add (bbl) |[Mud Lost to Hole (bbl) [Mud Lost (Surf) (bbl) Jl\«"iud Vol (Res) (bbl)  [Mud Vol (Act) (bbl) Mud Additive Amounts
173.0 Descriplion Consumed | Daily Cost
Air Data Boiler chemical 6.0 720.00
- ] S corrosion ring 1.0 100.00
Parasite ACFM (ft}/min) [Drillpipe ACFM (ft¥/min) ’E'C'ti Bit (Ib/gal) [ECD Parasite (Ibigal) Engineer 1.0 450.00
[ - Equipment Rental 1.0 50.00
Corrosion Inhibitor Injected in 24hr Period Tax 1.0 448.00
gls Injected down Parasite (gal) gls Injected in Mud (gal) gls Biocide Injected in Mud (gal) - - :
Job Supplies
Diesel Fuel, <Unit Label?>
Drill Strings Supply ltem Description Unil Label
BHA #1, Steerable Diesel Fuel
Bit Run |Onill Bit iADC Bit Dull [TFA {inc! Noz) (i) Total | Total Consumed  |Tolal Relurned
1 _|77/8in, FX65M , 11480843 | e 0.78 7,000.0 6.778.0
Nozzles (/327) N * [String Length (ft) [String Wt (1000Ibf) [BHA ROP (ft...| Diesel Fuel Consumption
. 13113/13/13/13/13 o | 5,579.46 109 51.8 Date Consumed
Drill String Components 312312011 430.0
max 3/25/2011 1,112.0
Lobe Bit-Bend ft. jmingpm| @pm 3/26/2011 1,305.0
Jis Item Description 0D (in) Len (ft) | config | Stages | romigpm (ft) (gem) | (spm) SN
T[Kelly 7778 40.00 312712011 1,150.0
142 Drill Pipe 4| 4.491.13 He8/2011 dae o
11X0 Sub i 367 3/29/2011 1,020.0
30{HWDP 41/2| 92021 9,651 3/31/2011 741.0
2| Drill C_.ollar 61/4 60.18
1/Gap sub 61/4 5.63
1/NMDC 6 1/4 3112 |
1|Mud Motor 61/4 26.52| 7.8/ 29 0.210/7.08 200 500650007
1|Bit 7718 1.00
Drilling Parameters
Wellbore Start (KB} Depth End (ftKB) |Cum Depth (It} [Drill Time (hrs)  |Cum Dnll Time ... |Int ROP (fthr) Flow Rate {gpm)
Original 381.0 1,846.0 1,495.00 23.00 23.50 63.7 425
Hole
WOB (1000ibf) [RPM (rpm) SPP(psi)  [Rol HL {1000Ibf) |PU HL (1000ibf) |SO HL {1000Ibf) |Drilling Torque |Off Bim Tq_
14 60 975.0 60 62 58
Q (g'inj) (ft7_. [Motor RPM (rpm) [T (Inj) °F) ]P (BH Ann) (.. [T (bh) (°F)  [P{Surf Ann) T'{surr'aﬁnj_.lourq rirn) (g...]Q (g return) .
82
Deviation Surveys - 1
Actual surveys )
Azim... |Date Dascription EWTie In... [Inchin... [MD Tie In (fL.. [NSTie In _ [TVDTie In {fi.
0.00 | 3/24/2011 |Actual surveys 0.00 | 0.00 0.00 0.00 0.00
RECEIVED Apr. 06, 2011




Sundry Nunber: 14136 APl Vel | Nunber: 43013504760000

ks

Berry Daily Drilling Report

Well Name: UTE TRIBAL 12-14D-55
Survey Data S ——

MD(RKB) | Tnei() | Aem () TV (K] NS | Ew(y | VS(y | DLS(i00f)
455.00‘I 4.39| 251.96 454.56 -5.40: -16.57 16.07 | 0.96
514.00| 4701 259.08 513.37 -6.55| -21.08 20.48| 1.09
574.00 527 267.95 573.14 -7.12 -26.25, 25.59 1.60]
636.00 5711 27710 634.86 -6.84| -32.16| 31.50| 1.58
697.00 5.71| 280.44 695.56 -5.91| -38.16 37.55 0.54
758.00 6.06| 279.38 756.24 -4.84 -44.32 43.78 0.60
850.00 7.38| 276.04 847.60 -3.42 -54.98 54.52 1.50
942.00 8.44| 278.59 938.73 -1.78 -67.54 67.17 1.21
1,037.00 8.39| 277.89 1,032.70 0.20 -81.30 81.04 0.12
1,132.00 8.70| 279.91 1,126.65 2.39 -95.24 95.12 0.45
1,227.00 8.31| 279.29 1,220.60 4.73 -109.09 109.11 0.42
1,322.00 8.50| 271.73 1,314.59 6.05 -122.88 122.97 1.18
1,420.00 8.09| 267.52 1,411.56 5.97 -137.01 137.05 0.75
1,512.00 8.79 267.97 1,602.57 5.44 -160.51 150.45 0.76
1,607.00 8.61| 275.07 1,596.48 5.81 -164.84 164.77 1.15
1,701.00 8.13| 270.86 1,689.47 6.54 -178.50 178.44 0.83
1,796.00  7.87| 276.83| 1,783.55 7M|  -19167| 19164 092

Report Date: 3/25/2011
Report #: 2, DFS: 2.0
~ Depth Progress: 1,465

RECEIVED_Apr.

06, 2011




Sundry Nunber:

14136 API

Vel |

Nurber :

43013504760000

Berry Daily Drilling Report

Report Date: 3/26/2011
Report #: 3, DFS: 3.0

L) Well Name: UTE TRIBAL 12-14D-55 Depth Progress: 1,360
[APIUWI Surface Legal Location |Spud Date Notice APD State AFE Number ~ [Total AFE Amount
43013504760000 NESW T5S-R5W SEC. 14|3/18/2011 Utah C11 032008
Spud Date Rig Release Date ~ |KB-Ground Distance (ft) Ground Elevation (IKB) Daily Cost Cum Cost To Date
3/24/2011 5:30:00 AM 3/30/2011 14.00 6,581 48,145 115,343
Operations al Report Time Operations Nex! 24 Hours o Daily Mud Cost Mud Additive Cost To Date
Drilling Drill 7 7/8 hole 5,797 7,565
Operations Summary Depth Starl (KB) Depth End (ftKB)
Drill from 1796' to 2005', service rig, drill from 2005' to 2668', service rig, drill from 2668’ to 3205, 1,846 3,206
Remarks Depth Starl (TVD) (fIKB) Depth End (TVD) (fIKB)
Safety Meeting=inspection of wire rope. 1,833 3,178
Weather o © |Temperature (*F) Road Condition Hole Condition Targel Formation Target Depth (ftKB)
Cloudy 1.0 Good Good Wasatch B 5,883
Last Casing Set Daily Contacts
Casing Dascription Set Depth (IKB) Q0 (in) Comment Job Contact Mobile
Surface 364 8 5/8 - Dale urban 435-828-1879
: Rigs
Time Log Contractor Rig Number
Start Time | End Time | Dur (hrs) Ciperation Commant Pioneer 5
06:00 |08:00 2,00\ Drilling Drill from 1796'to 2005' Wl Pumbe
08:00 |[08:30 0.50|Lubricate Rig Service rig‘checlﬁ rig_ht angle_ boxes,grease #1. Gar dfmr Denver. PZ-8
i - = blocks,s_ww_el. c_jrlve %aﬂﬁted brfk_e_s . PI.II'I'I’D Raling (hp)  [Rod Dn;metarun: |Stroke Length (in)
08:30 |18:00 9.50| Drilling Drill from 2005' to 2617'. B 750.0 | 7.99
18:00 [19:30 1.50Drilling - Drill from 2617’ to 2668'". Liner Size (in) ' [WoliStk OR (bbl/stk)
19:30 |20:00 0.50|Lubricate Rig Service rig, check light plant,and mud
pumps. Pressure (psi) |Slow Spd Strokes (spm) ‘EH (%)
20:00 |06:00 10.00 Drill'i'rE Drill from 2668' to 3205'. No
# 2, Gardner-Denver, PZ-8
Mud Checks [Pump Raling (hp) Rod Diameter (in) Stroke Lenglh (in)
Type Tima Depth (fIKB) Densily (lbigal)  [Vis (siql) PV Calc (cp) Yield Point (Ibfi100ft*) 750.0 7.99
DAP 06:00 2,005.0 8.40 27 1.0 1.000 Liner Size (in) Vol/Stk OR (bbil/stk)
Gel (10s) (16100 |Gel (10m) (1710 |Gel (30m) (161110, |Filtrate (mLi30min) [Filter Cake (32"  [pH [ Solids (%)
1.000 I 1.000 7.0 1.0 Pressure (psi) |Slow Spd Strokes (spm) B (%)
MBT (lb/bbl) Percent Qil (%) Percent Waler (%) |Chlorides (mag/L}  |Calcium (mg/l) KCL (%) Electric Stab (V) D N9 | |7
o | a9 100000 | : Mud Additive Amounts
CEC for Cuttings |Whole Mud Add (bbl) |Mud Lost to Hole (bbl) [Mud Lost (Sur) (bbl)  [Mud Vol (Res) (bbl) Mud Vol (Act) (bbl} Description Consumed Daily Cost
[ 261.0 Dap 20.0 570.00
Air Data Defoamer 4.0 500.00
o ] ) Engineer 1.0 450.00
Parasite ACFM (ft/min) [Drillplpa ACFM (f*fmin) ECD Bit (Ib/gal) [ECD Parasite (Ib/gal) Equipment Rental 1.0 50.00
Gypsum 130.0/ 1,365.00
Corrosion Inhibitor Injected in 24hr Period - Pallets 7.0 101.50
gls Injected down Parasite {gal) gls Inyecied in Mud (gal) gls Biocide Injected in Mud (gal) Poly plUS 10 120.50
Sawdust 20.0 90.00
Drill Strings Tax 1.0 448.00
BHA #1, Steerable Trucking 1.0| 2,000.00
Bil Run |Drill Bit IADC Bil Dull TFA (Incl Noz) (in?) Wraps 7.0 101.50
1 |7 7/8in, FXB65M , 11480643 e 0.78 A
Nozzles (/32") [String Lengih {fl}[Slrihg W1 (1000ibf) [BHA ROP (fi... ‘lj)?:sill?::r 5<Unit Label?>
13/13/13/13/13/13 5'579'_46 109 = 51.8 Supply It_em_Des,cription - ’ [Unit Label”
Drill String Components Diesel Fuel
itk Bit-Bend . |ming ;n:; Tolal Received Tolal Consumed  |Total Relurned
it«l " n gpm
Jis Item Description QD (in} Len(ft) | config | Stages | romigpm (ft) (gpm) | (gpm) SN 7.000.0 6,778.0

1|Kelly 778 40.00 Diesel Fuel Consumption

= Mt S5 = bt S Ak = = — == |y —— Dale T
14 | Pipe 4| 4,491,

il e M i 31232011 4300
SIXC S0 o et : 3/25/2011 1112.0
30 HWDP 41/2] 920.21 9,651 e

- - 3/26/2011 1,305.0

2| Drill Collar 61/4 60.18

— 372712011 1,150.0

1|Gap sub 61/4 563

Sx 3/28/2011 1,020.0
L 614 B 5 B 3/28/2011 1,020.0
~1{Mud Motor 6 1/4 2652 7.8 2._9 0.210|7.08 200 500/650007 3/31/2011 '741'0
1|Bit 77/8 1.00 ?
Drilling Parameters
Wellbore Slart (ftKB} Depth End (itKB) {Cum Depth (ft)  [Drill Time (hrs)  [Cum Drill Time - [Int RO